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ROMSEY RED HOGGIN PATH
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BRICK EDGING TO PATHS
SCALE :   1:20 @ A1
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SECTION

PLAN

Brick edging as a restraining edge to
Hoggin paths. Haunching to units along
edge of paving area to Engineers detail.

Lawn / Planting.

varies

LEVEL PATHS WITH
PRONOUNCED

CENTRAL CAMBER

Geotextile membrane, terram or
similar approved to be laid under
sub-base.

Brick edging as a restraining edge
to Hoggin paths. Haunching to
units along edge of paving area to
Engineers detail.

Romsey Red Hoggin 12mm to dust
laid to finished compacted depth of
50mm to manufacturers
specification with surface camber.

Min 150mm compacted quarried Type 1
sub-base to Clause 803 to manufacturers
specification with surface camber.

Romsey Red Hoggin 12mm to dust laid
to finished compacted depth of 50mm to
manufacturers specification with surface
camber.

Min 150mm compacted quarried
Type 1 sub-base to Clause 803 to
manufacturers specification with
surface camber.

Geotextile membrane, terram or
similar approved to be laid under
sub-base.

RECLAIMED STONE PAVING
SCALE :   1:20 @ A1
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Sand bedding 30-50mm.

Reclaimed stone paving slabs.
Random laid. Butt jointed, laid on sand
with gritty sand brushed into joints.

Haunching to units along edge of
paving area to Engineers detail.
80mm below lawn surface and
max 100mm offset into lawn area
to ensure health of lawn.

Compacted 150mm sub-base to
Engineers detail.

Flush with adjacent paving/ground.

Geotextile membrane, terram or
similar approved.

LEVELS AS PER
LEVELS PLAN
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500mm (min) depth best quality
blended loam or topsoil

250mm (min) depth Cultivated
Subsoil

Existing subgrade

50mm well rotted organic compost

Mixed shrub and herbaceous
planting

BORDER PLANTING
SCALE :   1:20 @ A1

5 LAWN
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150mm depth best quality blended
loam or topsoil

300mm (min) depth Cultivated
Subsoil

Existing subgrade

Fine quality lawn with pop up
irrigation system

SECTION
SECTION

RECLAIMED STONE & BRICK STEPS
SCALE :   1:20 @ A1
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SECTION

Min 150mm compacted quarried Type 1
sub-base to Clause 803 to manufacturers
specification with surface camber.

Romsey Red Hoggin 12mm to dust laid
to finished compacted depth of 50mm to
manufacturers specification with surface
camber.

Geotextile membrane, terram or
similar approved.

Yorkstone step units.

Reinforced concrete stair structure
to Engineers detail

Mortar bedding and fixing to Engineers
detail.

Brick risers to match existing.

NOTES:

· This drawing is to be read in conjunction with all relevant contract drawings and
specifications with any conflicting information to be brought to the attention of
Pip Morrison before works commence on site.

· Do not scale from this drawing, always work to noted dimensions.

· All given dimensions in mm.

· THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH DRAWING
AUC-MP-10-2005 ARRIVAL COURT PHASING PLAN TOGETHER WITH
DAVID RONN'S EMAIL CONFIRMING THE SPECIFICATION OF HOGGIN TO
THOSE AREAS THAT ALREADY HAVE HOGGIN.
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