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Mr & Mrs Lloyd
21 Douglass Drive
Elburton
Plymouth
Devon
PL9 8LR
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Tiles to match house on 50mm x 25mm softwood treated battens. Felt
over trussed rafters by specialist with stainless steel straps down to walls
at 1800mm centres

100mm half round gutters connected into downpipes and on into
soakaway. Upvc fascia and soffit to match existing

100mm rendered block with piers at 3m centres

65mm screed reinforced with A98 mesh on block and beam floor in
accordance with specialists details to support an imposed floor loading
of 2.5kN/m2. 150mm cross ventilated air gap under floor.

150mm cross ventilated air gap under floor with ground below finished
with 50mm site concrete on 1200 gauge visqueen. Compacted hardcore
in maximum layer depths of 150mm

Block laid on its flat to support beams and blockwork over

715mm x 250mm C30 concrete strip foundations set centrally under
walls. Foundation depth to give adequate bearing and protection from
frost damage and a minimum of 450mm below ground level.

100mm x 50mm wall plate fixed down at 400mm centres and stainless
steel straps down to walls at 1600mm centres

air bricks at 1500mm centres on opposite sides of building to give
crossflow ventilation

Location Plan 1:1250
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Tiles to match house

Painted render

Existing boundary fence
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