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1m

Existing kerb removed and new 
dropped-kerb, sett-paved access 
formed in brindle-red concrete 
setts (to match existing car park 
surface).

10.10m

New driveway to be edged in garden 
bricks, colour light grey (to match 

existing garden landscaping).

Adjacent private car park

Existing concrete 
100mm high kerb to 

private car park.

Existing brick edging to grass

Existing concrete 
100mm high kerb to 

private car park.

Grass Lawn

Existing flower bed, re-shaped, with low-
level shrubs and decorative brick-edging.

1m5.
6m

<2.0m high sapling.

Existing wooden 
garden shed, 
approx 2.3m high

Existing freestanding garden ‘pod’ 
building, approx 2.3m high.

Flower bed with low-level shrubs 
and decorative brick-edging.

New Garage

Grass Lawn

New garage constructed of: 
1. Concrete base (100mm thick) 
2. Compacted hardcore sub-base (150mm thick) 
2. Oak Frame (150mm x 150mm members)  
3. Low-level facing brick (to match main house) 
4. 200mm x 38mm softwood featheredge walls 
5. Two pairs of double oak garage doors 
6. Red Clay plain tile roof 
 
Notes:  
 

Oak Frame uprights to be mounted on Oak sole 
plates affixed to concrete base. 
 

Concrete base to have thickened perimeters 
(200mm deep x 300mm wide) subject to check 
on ground conditions.

Flower bed with low-level shrubs 
and decorative brick-edging.

Grass Lawn

Flagstone paving / patio.

Concrete post and wooden, close-
boarded, fence approx 2m high.

Decorative raised oak-sleeper 
flower-bed.

Gravel driveway leading to 
pavement and Soham Road.

Existing close-boarded wooden 
fence to rear boundary.

Decorative raised oak-sleeper 
flower-bed.

Decorative raised oak-sleeper 
flower-bed.

<2.0m high sapling.

Existing house in buff coloured 
facing brick under a red clay 
pantile roof.

Decorative raised oak-sleeper 
flower-bed.

Proposed Site Plan  1:200

New driveway in 20mm 
gravel finish laid over a 

150mm compacted clean 
hardcore sub-base, all 
permeable to enable 

drainage via infiltration

10.10m

5.3m
Datum Level 10.00m 

Car Park Surface

New entrance formed between 
existing conrete fence posts with 
new wooden gates (height to 
match existing fence) with black 
ironmongery. 


