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Remediation Plan Report 

Miner's Dry, East Rand, Polgooth, St Austell, Cornwall, PL26 7AX 

1. INTRODUCTION 

On the instruction of Mr Sweet a Remediation Plan Report has been prepared for the proposed 

conversion of Miner's Dry, East Rand, Polgooth, St Austell, Cornwall PL26 7AX. This landscaping plan i 

This report has been prepared to assist in the mitigation of ground contamination in association with 

the proposed development of the site.  

The reporting has been carried out based on present framework and understanding of contaminated 

land issues.  We can hold no responsibility for any future changes in the legislation framework, which 

may alter the outcome of this report.  Should future legislation change, the subject report may need 

to be reviewed at that time. 

 Previous Works 

This report follows a Generic Quantitative Risk Assessment Phase II Report (ref: GM/BP/120059.PII) 

conducted by Mining Searches UK (MSUK) on the 6th July 2018. This Generic Quantitative Risk 

Assessment Phase II Report was carried out to assess the identified possible pollutant linkage onsite. 

The calculated UCL for Arsenic was found to be 541.7 mg/kg at the subject site. This exceeds the SGV 

or critical concentration of 37 mg/kg and is at a level which may pose a long term human health risk. 

 Scope of Work 

This remediation proposal aims to propose a remediation plan for the site, which will address the 

highlighted issues raised; the identified contamination.   

The Remediation Plan is provided in order that the end development of the site can be deemed as 

being ‘suitable for use’ and within acceptable limits of risk as regards the long term human health risks 

associated with the identified contaminates. For this to be undertaken, it will be necessary to ‘break’ 

the pollution linkages present on the site. 
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 Site Proposal 

The site is subject to the proposed conversion of the formers miners dry into a single dwelling with 

associated hardscape driveway and softscape (gravel) garden areas.  
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2. REMEDIATION STRATEGY  

 Hardscape Areas 

It is considered that the areas covered by hardstanding (impervious surface such as concrete, asphalt 

etc.) will prevent the end users of the site coming into contact with the underlying contaminated 

material. The pollution linkage will be broken and remediation of these areas in this way would be 

deemed as satisfactory.  

Hardstanding includes the building footprint areas. However, it may be necessary to include in the 

buildings construction, measures to mitigate the entry of radon possibly by impermeable membranes 

supplemented by appropriate under floor ventilation. 

The driveway leading up to the dwelling is to be constructed from concrete which is considered 

sufficient to break the contamination pathway. 

Paved areas will be considered as hardstanding if the surface paving is bedded on a continuous 

concrete sub-base. Should a paved area not have a continuous concrete sub base it should be treated 

the same way as a gravel area (see details below). 

 Softscape Areas 

No soft landscaping including lawn or planting areas are proposed within the landscaping plan 

 Gravel Areas 

For areas of gravel paths, driveways and parking etc., the following is proposed:  

If required for the proposed levels, removal of any contaminated/potentially contaminated 

materials sufficient to enable: 

• Placement of a layer of Geolon 15, Geosynthetics Alert, Terram 1000, Lotrack Alarm 18, or other 

equivalent geotextile, with a minimum 100mm overlap between adjoining sheets and lapped up 

at the edges sufficient to prevent lateral cross contamination, in accordance with the 

manufacturer’s instructions. 

• Following placement of geotextile, 300mm thickness of ‘clean’ imported aggregates will be spread 

evenly over the geotextile. The aggregates can be divided into 200mm of clean hardcore overlain 

by 100mm of clean final finish gravel.  
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3. MOVEMENT OF MATERIALS 

If contaminated material is to be removed from the site, any contaminated/potentially contaminated 

material is to be stockpiled on-site until removal. 

The stockpile will be kept isolated from clean materials and will be kept damp to prevent spread of 

dusts.  Contaminated material removed from the site will be taken by a suitably licensed haulage 

contractor to a suitably licensed tip. Tickets verifying movement of contaminated material will be 

obtained from the haulage contractor, who will ensure that the contaminated material is transported 

in such a way as to prevent spread of contamination from the vehicle used for transport.  

Wheel washing prior to leaving site should be made available to prevent contaminated material 

leaving the site.  The contaminated material should be covered during transportation.  Tickets 

confirming disposal of contaminated material will be obtained from the licensed tip. All 

vehicle/contaminated material movements shall be logged and tickets retained for inclusion within 

the quality management.  
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4. QUALITY MANAGEMENT 

It will be necessary for a suitably competent person to carry out the following inspections and 

verification for each area of proposed soft landscaping: 

1. Should contaminated material be transported offsite: a site visit to confirm appropriate 

isolation, stockpiling and handling of material awaiting removal.  

2. Site visit to confirm satisfactory coverage of a suitable geotextile. Supporting photographic 

evidence required.  

3. Site visit to confirm adequate depth of imported clean topsoil and/or gravel. Supporting 

photographic evidence required. 

4. Obtain verification from the supplier of the clean topsoil that the material is acceptable for 

use. Obtain documentary evidence verifying movement of both clean and contaminated 

materials. 

5. Site visit to verify that all hardstanding areas have been satisfactorily emplaced. 

Please contact Mining Searches UK to arrange the above inspections.  

 Verification Report  

Following the completion of the site works, MSUK will provide a Remediation Verification Report in 

which all the evidence gathered will be presented. This report will verify that the proposed remedial 

methods have been followed and that the site is suitable for use.   
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5. UNEXPECTED CONTAMINATION 

Any variations to the above scheme due to unforeseen circumstances such as unexpected 

contamination will be investigated by ourselves and variations to the remediation scheme will be 

reported to Cornwall Council for initial approval. 

6. HEALTH & SAFETY CONSIDERATIONS 

We would refer you to the standard Health and Safety guidance (Protection of workers and general 

public during the development of contaminated land) for general guidance, but draw your attention 

to the following specific requirements. 

1. To prevent any contaminated material becoming airborne, ensure site remains 

adequately damp and stockpiles are ‘sealed’.  

2. Proper hygiene shall be adhered to, with facilities for the washing of hands prior to eating, 

drinking, etc. 

3. No smoking will be permitted where the use or contact with contaminated materials may 

occur. 

4. Suitable protection gear, e.g. gloves, overalls, etc., should be worn to prevent 

unnecessary contact with potentially contaminative material. 
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7. LIMITATIONS 

In providing this assessment, the following should be realised. 

This report provides a compilation and interpretation of information within our own organisation and 

includes information provided by third parties.  However, it must be accepted that such records may 

not be accurate or totally complete and therefore we cannot be held responsible for any omissions or 

errors in the information upon which our interpretation has been based.  

Where outside information, expertise or analysis has been used, Mining Searches UK hold no liability 

as to the accuracy of the information provided or to the judgement made. In addition, we do not 

purport to be responsible for the accurate calibration of equipment or for any errors or omissions in 

the results provided. 

The reporting has been carried out on the basis of present framework and understanding of 

contaminated land issues.  We can hold no responsibility for any future changes in the legislation 

framework, which may alter the outcome of this report.  Should future legislation change, the subject 

report may need to be reviewed at that time. 

No liability will be held by ourselves to any persons not party to the commissioning of this report. 

This report should not be used or relied upon for neighbouring properties. 

We trust that the above is of assistance, and assure you of our best attention to any further 

requirements.  Please do not hesitate to contact us should you have any query. 

Ryan Hichens  

Ryan Hichens  

Geologist  

MINING SEARCHES UK 
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