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• All dimensions to be checked on site.
• All drawings to be read in conjunction with engineer's

drawings. Any discrepancies between consultants 
drawings to be reported to the Architect before any 
work commences.   

•   The Contractor's attention is drawn to the Health & 
     Safety matters identified in the Health & Safety plan
     and on drawings as being potentially hazardous.
•   These items should not be considered as a full and 
     final list.
•   The Work Package Contractor's normal Health &

Safety obligations still apply when undertaking
constructional operations both on and off site. 
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rev date initials description
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PROPOSED SOUTH ELEVATION 1

A CL15.12.20 For Comment

CART LANE

Michelmersh Hampshire Stock 
Dark Multi ATR Bricks set in lime 
mortar

Corbelled brick detail to match
existing

Existing chimney stack to be 
extended to ensure top of 
chimney pot is a minimum 
1800mm above ridge of thatch

600mm terracotta red chimney
pot to match existing

1800

Lime weather flaunching to
chimney abutment

18
00 Corbelled brick detail to match 

existing

Lead flashing and lime weather 
flaunching to chimney abutment 
to match existing

600mm terracotta red chimney 
pot to match existing

Michelmersh Hampshire Stock 
Dark Multi ATR Bricks set in lime 
mortar

Corbelled brick detail to match 
existing

Existing chimney stack to be 
extended to ensure top of 
chimney pot is a minimum 
1800mm above ridge of thatch

600mm terracotta red chimney 
pot to match existing

1800

PROPOSED WEST ELEVATION 3

Yew tree behind

Michelmersh Hampshire Stock 
Dark Multi ATR Bricks set in lime 
mortar

Corbelled brick detail to match
existing

Existing chimney stack to be 
extended to ensure top of 
chimney pot is a minimum 
1800mm above ridge of thatch

600mm terracotta red chimney
pot to match existing

1800

PROPOSED EAST ELEVATION 2

Lime weather flaunching and lead 
flashing to chimney abutment to 
match existing

Wire mesh guard to top of pot to 
mitigate nesting birds

Michelmersh Hampshire Stock
Dark Multi ATR Bricks set in lime

mortar

Removed bricks retained and 
carefully replaced using lime 
mortar mix

Existing inglenook fire retained

Insulated steel twin wall flue 
carefully installed to existing 
masonry chimney stack

600mm terracotta red chimney 
pot to match existing

Extended chimney to be tied
back to roof to provide additional

support

PROPOSED SECTION4

PROPOSED GROUND FLOOR PLAN
Sacle 1:1005

ch1.967

s0.938
h1.506

FL175.08
ch1.996
FL175.00

s0.804
h1.914

ch1.978
FL175.00

s0.804
h1.894

ch2.028
FL175.00

s1.142
h2.099

ch2.797
FL175.29

s0.908
h1.799

KITCHEN DINING ROOM LIVING ROOM
HALLWAY

SNUG

PORCH

BATHROOM

150x215mm terracotta air brick 
with bridging duct and hit and 
miss vent installed to external 
wall to ensure sufficient 
combustion ventilation

Inglenook fire with insulated flue 
lining system

DRESSING ROOM

ENSUITE

PRINCIPAL 
BEDROOM

BEDROOM 2

LANDING

Insulated steel twin wall flue 
carefully installed to existing 
masonry chimney stack

Removed bricks retained and 
carefully replaced using lime 
mortar mix

PROPOSED FIRST FLOOR PLAN
Scale: 1:1006

CAREFUL DEMOLITION

SITE BOUNDARY

SITE OWNERSHIP

EXISTING BUILDING 

B CL05.01.21 For Comment

P1 CL12.01.21 PLANNING
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