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Rheinzink angled standing seam facade 0.8mm th.
artCOLOUR black-grey finish. Installed to manufacturers
guidelines by manufacturers registered installer. NBS H74

Separating layer/breather membrane

18mm th. WBP plywood - ss screw fixed

50mm ventilation space formed with 50x50 treated sw battens

60mm th. Steico Universal wood fibre sheathing board
installed to manufacturers guidelines with Ejot TKR150 fixings
via 50mm ventilation battens ensuring min. 40mm embedment
in timber studs. NBS K11/436

Rheinzink building profile - continuous clip

Aluminium support profile

Rheinzink building profile - fascia profile

Rheinzink building profile - wall coping

Insect mesh

Aluminium support profile

Breather membrane wrapped around timber joist and taped to
pro-passive OSB/sarking board with pro-clima tescon vana air
tightness tape

18mm th. WBP plywood - ss screw fixed

18mm th. WBP plywood - ss screw fixed

Sika liquid applied top coat, Sika liquid applied embedment/
base coat and Sika self adhesive carrier membrane. Installed as per

manufacturers details and guidelines.
NBS J31

50mm ventilation space formed with 50x50 treated sw battens

Lindab VATKR hopper Black, for 87mm downpipe ref.
VATKR87BK. (250x150x150mm)
Installed to manufacturers guidelines

Fully reinforced Sika liquid applied membrane . NBS J31

Sika Liquid Applied EMBEDMENT/BASE COAT fully
reinforced with Sika Reinforcement as per manufacturers
guidelines

Sika Liquid Applied TOP COAT applied as per manufacturers
guidelines. NBS J31
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