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Do not scale this drawing. Use figured dimensions only. All dimensions given are in millimetres

unless otherwise stated. All levels are in metres. All dimensions, levels shown on this drawing are

to be verified by the contractor prior to the commencement of work. This drawing is to be read in

conjunction with all relevant architectural, structural, services drawings and specifications. The

copyright of this drawing and all relevant information appearing on this drawing is reserved by

EKJN Architects. Use or disclosure to any third party either wholly or in part is prohibited unless

expressly authorised by EKJN Architects. Variations and modifications to work shown on this

drawing shall not be carried out without prior permission of EKJN Architects, who accept no

liability for alterations made to this drawing by any other party.
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01 Ground Floor Plan
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02 West-facing elevation
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AutoCAD SHX Text
Remove existing UPVC door. Opening to be converted to a window. new lintels, new sill. see elevations.

AutoCAD SHX Text
Remove kennel and dog-run fences.

AutoCAD SHX Text
Form double-height opening in masonry wall. Support structures over using steel arched lintel, all as structural engineer's recommendations. Rebuild the new reveals as necessary to make good using bricks reclaimed from downtakings, toothed into existing masonry and bedded in traditional lime mortar to match existing construction.

AutoCAD SHX Text
Remove existing window. To be replaced with new. New lintels. See elevations.

AutoCAD SHX Text
Form new window opening. new lintels. New precast sill. Rebuild the new reveals as necessary to make good using bricks reclaimed from downtakings, toothed into existing masonry and bedded in traditional lime mortar to match existing construction.

AutoCAD SHX Text
Strip out existing electrical installations.

AutoCAD SHX Text
Remove existing steel roller shutter and cart away.

AutoCAD SHX Text
Break up existing floor slabs and cart away rubble.

AutoCAD SHX Text
Remove concrete paving and central gully.

AutoCAD SHX Text
Remove all plants and vegetation growing on the building.

AutoCAD SHX Text
form new window opening.

AutoCAD SHX Text
Remove existing kennel and steel mesh fences.

AutoCAD SHX Text
Remove existing door and cracked lintel, to be replaced.

AutoCAD SHX Text
Remove existing window and cracked lintel, to be replaced.

AutoCAD SHX Text
Carefully remove existing slates. Sort good from bad and sort into diminishing sizes ready for reuse. Assume 50% reclaimed. 

AutoCAD SHX Text
Remove existing cast iron gutters and downpipes, cart away for recycling.

AutoCAD SHX Text
Carefully remove existing stone parapet caps and set aside for cleaning/reuse.

AutoCAD SHX Text
remove existing steel roller shutter.

AutoCAD SHX Text
Remove existing cast iron gutters and downpipes, cart away for recycling.

AutoCAD SHX Text
Remove existing cast iron gutters and downpipes, cart away for recycling.

AutoCAD SHX Text
Remove existing roof window and cart away.

AutoCAD SHX Text
Hatched areas denote existing spalled render. Subject to access arrangements with the neighbour, remove all cement-based render from this elevation.

AutoCAD SHX Text
Carefully remove existing slates. Sort good from bad and sort into diminishing sizes ready for reuse. Assume 50% reclaimed. 

AutoCAD SHX Text
Remove existing window, lintels and sill. Form opening through gable wall for double-height glazing. 

AutoCAD SHX Text
Remove existing concrete floor slabs.

AutoCAD SHX Text
Repair cracks and gaps in existing masonry as recommended by structural engineer.

AutoCAD SHX Text
Roof structures to be replaced entire.

AutoCAD SHX Text
Rev A: 08-12-2020: Concrete paving to be removed
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