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New stone steps to accommodate
level change. Stone retaining walls

where necessary

Existing door retained and
overhauled. New full height

glazed door

New slimline glazed link with french
doors

Existing door retained and
overhauled. New half height window

behind

New door salvaged from an
alternative existing salvaged

one, if possible

Front door to No3 retained and
refurbushed, but locked shut

permanently and wall insulated
internally. Shelving installed in

alcove.

Convert window
opening to new

doorway

Section of stone wall to be carefully
removed and new dry stone wall to

be constructed as shown to enable a
car to parked off the road, in

accordance with highways
requirements.

Existing downpipe positions remain
as existing

Existing downpipe positions
remain as existing

UP

PATIO

OLD TIMBERS
NO.1 - 2

Route of flow and return pipes of Air
Source Heat Pump

New dry stone wall using reclaimed
stone where possible

Build-out of kerb in accordance with
MTC Statement and proposal

Inglenook fireplace reinstated and
new 8kw stove and new 6" flue
installed to chimney. Existing clay
tiles on the floor within the fireplace
carefully lifted, cleaned and relaid on
a lime bed to match existing.

Study / Bed 4 and shower room area
reconfigured to avoid the study / bed
4 being an inner room.

Sliding door, within partition

Rooflight repositioned to suit revised
shower room location and located
above purlin

Window opening enlarged, and new
single glazed window installed to
match casement style of front
elevation

Full height kitchen units in place of
chimney  breast

Inglenook fireplace reinstated with
clay floor tiled finish reclaimed from

sitting room, bedded on a lime
mortar. Fireplace is not to be put

back into use.

Riser location repostioned to
reflect changing location of
bathroom at first floor level.

Termination point of radon sump
ventilation pipework, which will be

supplied with an electrical duct such
that if a future 30 day radon test

indicates high level of radon, a radon
extract fan can be added. The

pipework would terminate at low
level within the hedge so as to not be

visible.
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equivalent European Standard may be used and supporting
performance etc. Materials and components conforming to an
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