
Cavity wall
102.5mm brick
100mm cavity filled with
100mm Drytherm 32 insualtion
100mm plasmor turbo block
12.5mm plasterboard and skim
dot and dabbed to blockwork

600 x 900 trenchfill foundation
depth to be agreed with LA inspector

75mm screed to 100mm celotex insulation,
to 1200 gauge DPM to
150mm concrete slab to
1200 gauge DPM to
150mm hardcore with sand blinding

brick eaves detail
with 45 degree angled
dentil course

Brett Martin Cascade Cast Iron
style rainwater and soil system
on rise and fall brackets, with wrought
iron curly tail support angles

Birtley
CB 90 lintels

Birtley
CB 90 lintels

Roof
Eternit Reconstituted slates  to 25 x 50 treated sw battens to breathable roofing felt, 
raised tie truss rafters
120mm Kingspan Thermapitch TP10 insulation between
rafters, and 37.5mm kooltherm K18 insualtion below rafters.

Conservation Rooflight
Velux GGL CK04

windows Residence 9
wood effect UPVC
colour green / grey Painswick

reconstituted stome
window cills

UTILITY ROOM

BEDROOM EN SUITE

KITCHEN

SECTION A - A

black soil and vent
pipe Brett Martin 
cast iron appearance

green oak frame
to entrance canopy
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mVELUX EDN Gutter

Vapour barrier

Service area

0-20 mm
1:5

Section B-B

Trimmers where 
necessary

VELUX Vapour barrier BBX

Vapour barrier

VELUX Underfelt collar BFX
Blue line level

VELUX EDN L-shaped side soakers

Insulation

Ventilation path

Vapour barrier

25-30 mm

A

B
A

B

Felt/breather membrane

Inner ventilation

Counter batten

Felt/breather membrane

VELUX EDN Front edge

Rafters

VELUX Insulation frame BDXVELUX Insulation frame BDX

Gasket on BBX in window rebate

VELUX Lining LS-

VELUX Vapour barrier BBX

50
 m

m

Trimmers where necessary

Ventilation through felt/breather 
membrane if necessary

Outer ventilationOuter ventilation

VELUX Insulation frame BDX

VELUX Vapour barrier BBX

Gasket on BBX in window rebate

VELUX Lining LS-

Felt/breather membrane

VELUX underfelt collar BFX

Installation batten

Section A-A
1:5

GGL
15°-90°

VELUX Products:

BFX

BDX

BBX

LS-

Roof covering:

SLATES
< 8 mm

20°-90°

EDN

Taped joint with VELUX BBX tape 

TYPICAL ELEVATION

1:2.5

Felt/breather membrane

VELUX transverse drainage gutter
VELUX transverse drainage gutter clip

VELUX underfelt collar BFX

Translation

VELUX Translation
VELUX Translation

VELUX Translation

black cast metal 
ventilation grille 150 x 150mm

EAST ELEVATION GARDEN STORE

Eternit reconstituted
slate roof

painted timber
window

stained timber cladding
dark grey stain

Eternit reconstituted
slate roof

stained timber cladding
dark grey stain

stained timber
doors

NORTH ELEVATION GARDEN STORE

Eternit reconstituted
slate roof

stained timber cladding
dark grey stain

WEST ELEVATION GARDEN STORE

Eternit reconstituted
slate roof

SOUTH ELEVATION GARDEN STORE

stained timber cladding
dark grey stain
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PROPOSED DETAILS
OPTION 2
PLANNING APPLICATION

L(08)04

FLUSH CONSERVATION ROOFLIGHT DETAIL

1:25 DETAIL OF EAVES / VELUX / WINDOW OPENINGS


