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14330

6770

Existing Timber V-Board cladding fixed on face of metal doors. Finished in a mid brown stain.

Existing hipped tile finished pitch

roof using 'Decra' Metal Roofing

System. Roof product 'Decra Stratos

Tile, Colour 'Pepperstone'.

Existing opening formed in rear wall,

finished to inner edges and closing cavity

using reclaiming stone from formed opening.

Existing structural spanning timber

to include additional timber spanning

back to front forming pagoda. Stained

finish mid brown stain.

Existing structural spanning lintels.

Existing timber insert window frames fit

between existing imitation stone window

surrounds, components, mullions, head & sill details.
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Existing Opening formed in rear wall, to be

finished to inner edges and closing cavity

using reclaiming stone from formed opening.

4
1
6
0

4160

4
1
6
0

4160

6769

2
6
9
8

3

7

°

3

7

°

3

7

°

3

7

°

3

7

°

3

7

°

Existing Metal Doors

split into thirds, one pair

to bi-fold, all clad in treated

T&G Boarding.

Existing Metal Doors

split into thirds, one pair

to bi-fold, all clad in treated

T&G Boarding.

2440

Existing Hip Tile System 'Decra

Stratus' 'D' ridge colour finish

Pepperstone'.

Existing Timber V-Board cladding to be fixed on face of metal doors.

Existing rear extension

foot path random stone.

Existing Plan Elevation Scale 1:50 

Existing Front East Facing Elevation Scale 1:50 

Existing Rear West Facing Elevation Scale 1:50 

Existing North Facing Elevation Scale 1:50 

Existing South Facing Elevation Scale 1:50 

2
2
0

Existing hipped tile finished pitch

roof using 'Decra' Metal Roofing

System. Roof product 'Decra Stratos

Tile, Colour 'Pepperstone'.

Existing random stone external masonry walls.

Existing random stone external masonry walls.

Existing random stone external masonry walls.

Existing random

stone columns

approximately

450mm diameter.

Existing inner face

of external walls finished in

rough sand cement render,

painted white.

Existing stone steps .

Existing hipped tile finished pitch

roof using 'Decra' Metal Roofing

System. Roof product 'Decra Stratos

Tile, Colour 'Pepperstone'.

Existing hipped tile finished pitch

roof using 'Decra' Metal Roofing

System. Roof product 'Decra Stratos

Tile, Colour 'Pepperstone'.

Existing Hip Tile System 'Decra

Stratus' 'D' ridge colour finish

Pepperstone'.

Existing random stone external masonry walls.

Existing random

stone columns

approximately

450mm diameter.

Plan of existing structural spanning timber

to include additional timber spanning

back to front forming pagoda. Stained

finish mid brown stain.

Proposed North Facing Elevation Scale 1:50 

Proposed South Facing Elevation Scale 1:50 

Existing timber insert window frames fit

between existing immitation stone mullions.
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°

3

7

°

Existing hipped tile finished pitch

roof using 'Decra' Metal Roofing

System. Roof product 'Decra Stratos

Tile, Colour 'Pepperstone'.

Proposed Stone steps to be extended to

create new landing and stepped access

to entrance doors. Existing step rise of

150mm, going to be approximately 280mm.

New Ramp to be formed by uplifting

existing Random stone surround foot

path, ramp surface to be finished in

buff coloured concrete flags.

Proposed Front East Facing Elevation Scale 1:50 
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Existing Stone Pillars.
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Existing random stone paving.

Existing Stone steps to be re-used to

extend and create new landing and

stepped access to entrance doors.

Existing step rise of 150mm,  going

to be 300mm.

4200

Random stone surround foot path to

be up lifted and buff coloured

concrete flags to be used to from

ramp.
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Sand & Cement Render Panel.
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2440

Proposed West Facing Rear Elevation Scale 1:50 
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1684

Proposed Sand & Cement Rendered Panel to

be masonry paint finished.

New Timber Shutters Behind

10mm Polycarbonate Glazing.
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1990

9
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1684

Existing random stone external masonry walls.

New infill Flat Roof to be constructed of 47mm x 145mm C24 softwood joists @ 400mm c/c's

with 20mm tilt fillets above (Roof fall across width to rear west facing elevation).

Deck to be 20mm thick external plywood. Roof finish to be liquid coating,

system, dressed under existing pitched roof turret cladding minimum of 250mm.

Colour to be finished in Dark Grey. Fascia and soffit board to match

existing wood stained finish.

New infill Flat Roof to be constructed of 47mm x 145mm C24 softwood joists @ 400mm c/c's

with 20mm tilt fillets above (Roof fall across width to rear west facing elevation).

Deck to be 20mm thick external plywood. Roof finish to be liquid coating,

system, dressed under existing pitched roof turret cladding minimum of 250mm.

Colour to be finished in Dark Grey. Fascia and soffit board to match

existing wood stained finish.
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Sand & Cement Render  finish to

external masonry cavity wall, with masonry paint finish.

New Timber shutters behind clear

10mm polycarbonate glazed panels

to  windows & doors.

New Imitation stone window surrounds to match existing.

Proposed Plan Elevation

Proposed Stud Partition Wall,

External side 18mm Marine Ply, Ex 125 x50mm

studs with 70mm thick Rockwool Bats between studs,

V.C.L.& 15mm thick foil backed plasterboard fixed to studs, skim plaster finished.

3
7

3
0

3820

3
7

3
0

2125

6769

2
2

1
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Existing Metal Doors

split into thirds, one pair

to bi-fold, all clad in treated

T&G Boarding.

Existing random stone foot path .

3761

3651

3781

65302050 2040

Scale 1:50. 

Proposed Metal Doors

split into half, both pairs

to fold back 180 degrees all clad in treated

T&G Boarding to external face.
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0

New Hardwood timber insert window frames fit

between New Pre-Cast Imitation Stone Mullions to match existing

on all end elevations. All new windows to have metal shutters to rear.

Sink Unit

New concrete floor to be prepared for

new internal non-slip floor finish.

New Concrete Strip Foundations

to support infill walls, size to be

confirmed by structural engineer.
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2
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1000770

Under

Counter

Freezer

600mm wide x 38mm thick Laminated double post formed work top,

inset stainless sink unit, left hand drainer,1000mm base unit,

supporting end panel & 700mm

wide Wall Unit .

Ambulant

Toilet &

Washbasin.

8
3

0

Kitchen

Toilet

Paint Grade solid core

ply flush door 1981 x 826

44mm thick, softwood door lining,

over head door closer

SAA 300mm D-Handle, push &

kick plates, Euro profile dead lock

thumb turn to inside.

.

FD30 Paint Grade solid core

ply flush door with vision panel, 1981 x 826mm

44mm thick, softwood door lining,

over head door closer

SAA 300mm D-Handle, push &

kick plates, Euro profile dead lock

thumb turn to inside.

.

New lintels above opening

to be specified by

structural engineer.

New lintels above opening

to be specified by

structural engineer.

Existing Stone steps to be re-used to

extend and create new landing and

stepped access to entrance doors.

Existing step rise of 150mm,  going

to be 300mm.

New infill cavity walls, inner & external leaf

constructed in concrete block work, external

finish to be Sand & Cement Render with

masonry paint finish.

1
9

4
0

Existing Crazy paved/random stone

surround foot path to be up lifted and

buff coloured concrete flags to be used

to form new ramp sloped surface.

1875

1
5

0
0

Proposed Landing Height Max 300mm

Ramp Gradient 1:14

Slope Down

4200

Stone Step Rise 150mm/Going 280mm

Ambulant

9
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9

1000

9
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Wall Unit

Wall Unit

Shaped

Work

Top

9
6

9

Under

Counter

Fridge

1250

Cut down

base Unit

below.
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5

1
3

6
5

4
3

5

New Floor to be timber

joists @ 400mm c/c's

Floor Finishes to Kitchen & Ambulant Toilet

Areas

New Floor to be timber, Ex 120 x 47mm C16

preservative treated joists laid on D.P.C. @

400mm c/c's. Floor to be finished with Tongue &

Groove Chipboard, 22mm thick, moisture

resistant P5 Grade.

Extent of new flat roof area above

central area of shelter building.
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