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retained existing double glazed patio doors

MOCK TIMBER WALL CONSTRUCTION
"Cedral Weatherboard" shiplap cladding (colour - Grey) on
50x50mm treated SW vertical battens @ 600mm ctrs on
Protect TF200 Thermo breather membrane
9mm OSB sterling board sheathing to C16 Grade
timber frame panels comprising 140x50mm SW Studs
at max. 600mm c/c with
140mm Frametherm 32 insulation between studs
12.5mm foil-backed plasterboard finish internally, all joints
taped and filled.
U-Value = 0.27W/m²K

remove existing window and block up
opening with plasterboard on 75x50mm

SW studs

Grey upvc double glazed window with min
U-Value of 1.4W/m²K

Grey upvc bi-fold doors with toughened safety glass to BS
6262 and minimum U-Value of 1.4W/m²K

sun room

north elevation @ 1:100 west elevation @ 1:100

white upvc fascia & verge boards

grey upvc windows & doors with
min U-Value of 1.4W/m²K

Buff coloured roughcast to match
existing

black upvc gutters & downpipes

Grey weatherboard cladding

natural slate roof to match
existing roof
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site/roof plan @ 1:200

east elevation @ 1:100

white upvc fascia & verge boards

grey upvc windows & doors with
min U-Value of 1.4W/m²K

Buff coloured roughcast to match
existing

black upvc gutters & downpipes

Grey weatherboard cladding

natural slate roof to match
existing roof
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