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TP1 Carpet 9mm - Green with blue border
(3.65m One piece carpet, length to suit facility)

7mm TP2 Shockpad (Batting End)
9mm TP3 Shockpad (Bowling End).

50 - 60mm Primary Layer Dynamic
Course Aggregate (0 - 5mm).

Flexible Bi-axial Polypropylene Geogrid.

100 - 150mm Secondary Layer of
Hardcore Aggregate (0 - 40mm).

Steel Cage Socket.
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Site Area = 240.9m° (0.02409ha)
Grid Reference: SE 90020 2687

48mm Diameter Galvanised Steel

st

Kerb Stone Foundations

150 x 50mm Concrete Kerb Stone

Concrete Foundation for Steel
Cage Socket.

Porous Build=Up
Depth: 210mm

Area: 240.9m’
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NOT FOR CONSTRUCTION

NOTES:-

1. Al dimensions must be checked on site and not scaled
from this drawing.

7. The Contractor shall make a survey of the site and
shall be responsible for obtaining all dimensions and
levels necessary for the proper fabrication of the
structure as indicated.

3. All levels shown on this drawing are relative to Agreed
Datum.

4. This drawing is to be read in conjunction with
28938/100 Series Drawings.

5. Al existing invert levels are to be confirmed by
contractor prior to construction. Connection subject to
approval.

m——— Denotes Development Boundary
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02024  Denotes Porous Construction

Design Criteria

Caver Level: +10.000m
Invert Level: +9.790m
Contributing Area: 240m’
Safety Factor: 2

Climate Change: 30%
Porosity: 0.3
Length: 33m
Width: 7.3m
Infiltration Rate: 0.18m/hr

To be read in conjunction with
accompanying Drainage Statement’
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