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Raise floor level to new WC to
suit level within Hall, form step
down to play room - check door
head height on site

Cavity wall infill tied to existing masonry at
both sides. New obscure glazed uPVC
window with opening casement. External
wall to be rendered to match existing.
New below ground foul drainage to
connect new WC into existing foul system.Block up door and

make good walls

New single storey rear extension is to be formed with a
traditional concrete strip foundation, 100mm partial filled
cavity construction, outer leaf to be blockwork and
rendered to match existing property. Provide
plasterboard dry lining and skim to new internal walls.

Construct reinforced concrete ground
bearing slab with dpm, insulation and
screed to the footprint of the extension
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New single storey rear extension is to be formed with a
traditional concrete strip foundation, partial filled 100mm
cavity construction, outer leaf to be blockwork and
rendered to match existing property. Concrete parapet
capping's to be provided to roof upstand to head of wall

High performance 'warm roof' insulated built up felt flat roof
coverings laid to falls to suit location of below ground surface
water drains, 15 year system guarantee required.  18mm
plywood deck to be laid over new softwood timber roof joists.

Double glazed aluminium framed roof
lantern with upstand to the new flat roof

New below ground foul drainage system
to connect new kitchen sink, washing
machine into the existing system to suit
clients kitchen design (TBC).

Block up window
and make good

Remove render and provide
plasterboard drylining to existing
and new internal walls, with
plaster skim finish.

New double glazed uPVC window
with opening casements

New double glazed uPVC window
with opening casements

Construct suspended timber floor to the
footprint of the side extension, include 18mm
caber board sheet covering and timber joists,
galv. strapped to timber wall plates

Make good walls and floor
and provide boxing in to new
structural steel beams

New first floor side extension is to be formed using partial
filled 100mm cavity construction, outer leaf to be blockwork
and rendered to match existing property. Concrete tiled
'hipped' pitched roof to be formed over new side extension,
including uPVC fascias and rainwater goods.

KITCHEN LAYOUT TBC (BY OTHERS)

Make good walls and floor
and provide boxing in to new
structural steel beams

3,100

Aluminium double glazed
bi-fold or Sliding Doors

Form cute through parapet upstand and
provide uPVC downpipe connected to
below ground surface water drains

Relocate door opening and
provide new door and frame

Construct suspended timber floor to the footprint of the
side extension, include 18mm caber board sheet
covering and timber joists, galv. strapped to timber
wall plates/joist hangers

Undertake remedial works to existing walls
and foundations as detailed by the
Structural Engineer to enable the first floor
extension to be constructed.

New above and ground foul drainage
system to connect new bathroom fixtures
into existing below ground drainage to suit
clients bathroom design (TBC).SVP
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Do not scale from this drawing.  All dimensions are to be checked by site
measurements and any discrepancies reported immediately.
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Mr & Mrs Duck
23 Sefton Drive, Aintree, L10 8JB

Proposed GF Rear & FF Side Extensions
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PROPOSED GROUND FLOOR PROPOSED FIRST FLOOR

Dimensions added for planningA 17/02/2021
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