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Galvanised steel post

to structural engineers

details

Ancon tie - refer to

detail plan for spec.

Mortar infil with vertical

reinforcment bars to

structural engineers

details

Lime mortar bedding

3mm (w) x 5mm (d)

horizontal rustication

line cut into stonework

(refer to elevations)

Bespoke galvanised security gate by

specialist supplier. Factory finished in

HAMMERITE 'Straight to Galvanised'

paint finish (colour: black)

5mm thick galvanised steel rose with

10mm Ø radius corners, to conceal

10mm silicone joint behind. Fixed back

to stonework with butile tape.

Exposed structural steelwork to be

pre-finished in HAMMERITE 'Straight to

Glavanised paint' (colour: black)

ISO standard low modulus

silicone on 2 no. neoprene

backing rods

Hydraulic lime mortar

bedding to all exposed

horizontal and vertical

joints (as BS5628-1)

Smooth dressed ashlar

limestone facing panels, design

supply and install by specialist

stonework contractor

Smooth dressed Ashlar

Portland stone coping

and sphere, design,

supply and install by

specialist stonework

contractor

Ancon tie. Refer to

detail plan for spec

Nominal 15mm grout-in

stainless steel dowel

3mm (w) x 5mm (d)

horizontal rustication

line cut into stonework

(refer to elevations)

Expamet 510 stainless

steel render stop bead

Smooth Natural Hydraulic

lime render finish (NHL3.5

1 no. base coat, plus 2 no.

NHL 3.5 finishing coats),

finished with ECOPRO

silicate masonry system

(colour ref. Pebble)

Smooth dressed ashlar

Portland stone coping

by specialist stonework

contractor

Tarmac Topcrete midi

block 290 x 215 x 140

(1950 Kg/M³) or similar

and approved,  laid flat.

Refer to structural

engineers drawings for

mortar specification

DPM 1000 gauge

Ancon DPB restaint straps

with grout-on dowel at

capping joints
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12 12

110mm thick dressed ashlar

limestone on 2-3mm

hydraulic lime mortar

bedding.

3

1
5

110mm thick dressed ashlar

limestone on 2-3mm

hydraulic lime mortar bedding
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Vertical reinforcement bars

to structural engineers

details

Galvanised steel post

to structural engineers

details

Ancon YPY125 ties c/w 2No.

Ø6x60mm loose dowels

ISO standard low-modulus

silicone and neoprene backing

rod (colour to match render)

mortar infill as structural

engineers details

Ancon Special T-shaped YDB

Tie c/w 2 no, Ø6x60mm loose

dowels fixed to SHS with 2No.

SDTSS-38-5PT self drilled

screws

Bespoke galvanised security gate by

specialist supplier. Factory finished in

HAMMERITE 'Straight to Galvanised'

paint finish (colour: black)

Ancon YPY175 ties c/w 2 no,

Ø6x60mm loose dowels fixed to

SHS with 2No. SDTSS-38-5PT

self drilled screws

m
i
n

 
1

5
0

DPM 1000 gauge visqueen

Galvanised EML

Expamet 510 stainless

steel render stop bead

Sto Rend System below

DPC

Above DPC only: Smooth

Natural Hydraulic lime

render finish (NHL3.5 1 no.

base coat, plus 2 no. NHL

3.5 finishing coats),

finished with ECOPRO

silicate masonry system

(colour ref. Pebble)

Refer to structural

engineers drainings for

foundation design

Mechanism: BFT Eli 250 BT

A24V/35V  Fast Double Underground

kit or similar and approved,

incorporating:

- 2 x Mitton 2 - remotes

- 2 x foundation boxes

- 2 x ELI BT 24/35V motors

- 1 x pair compacta photocells

- Advance Thalia P control panel

Additional requirements:

- Integral dome CCTV (with

remote link)

- Keycode + fob switch

- Infra-red detection on exit

Protection rating: IP67

Specialist gate contractor/supplier to

ensure compatibility with weight of

gates.

Specialist contractor/supplier to submit

full specification and operation at

tender stage for client approval.

1

2

3

4

5

VEHICLE GATE OPERATION:

Xref C:\Users\ashin\OneDrive - Smith Maloney Architects Limited\048_Hadley Wood GC\1_Drawings\A90_external works\Xref\XT(90)P00.dwg

IMPORTANT NOTES:

Bespoke gate design, fabrication and

installation by specialist

gate/metalwork contractor.

All limestone cladding and features to

be designed, fabricated and installed

by specialist stonework fabricator.

Samples of all finished materials to be

submitted to client/architect for

approval 6 weeks prior to fabrication.

1

2

3

Finished levels are indicative only.

Contractor to carry out details surveys

of levels prior to fabrication and

installation.

4

This drawing is provided for tender and

planning purposes only. Smith

Maloney Architects Limited will not

accept liability for use of proposals

illustrated on this drawing for any other

purpose.

5

Mechanism: BFT Eli 250 BT 24V/35V

Single Underground kit or similar and

approved, incorporating:

- 2 x Mitton 2 - remotes

- 2 x foundation boxes

- 2 x ELI BT 24/35V motors

- 1 x pair compacta photocells

- Advances Thalia P control panel

Additional requirements:

- Integral dome CCTV (with

remote link)

- Keycode + fob switch

- Infra-red detection on exit

Protection rating: IP67

Specialist gate contractor/supplier to

ensure compatibility with weight of

gates.

Specialist contractor/supplier to submit

full specification and operation at

tender stage for client approval.

1

2

3

4

5

PEDESTRIAN GATE OPERATION: HYDRAULIC BOLLARDS:

Spec: BFT Pillar B 275/800 Automatic

hydraulic bollards, or similar and

approved:

- Break-n resistance: 250,000J

- Work time: 5 - 6s

- Max operation freq: 3000/day

Additional requirements:

- Obstacle sensing

- Power loss - drop-down fail safe

- Interlinked with main swing gate

access system

Installation by specialist

contractor/supplier

1

2

3

4

revision/author/checkerrevdate

client

project

drawing

drawing no rev

checkeddrawn

scale @ A1 date

ALL current drawings and specifications for the project must be read in

conjunction with the Designer's Hazard and Environmental Assessment

Record.

CDM Regulations 2015

- The Copy right of this drawing is the property of Smith Maloney

Architects Limited and must not be copied otherwise reproduced without

written consent.

- The contractor is responsible for checking dimensions,  tolerances and

references.  Any discrepancy to be verified with the Architect before

proceeding with the works.

- Do not scale drawing.  Figured dimensions to be worked to in all cases.

NOTES

Waterloo House  Waterloo St  Clifton  Bristol  BS8 4BT
T  0117  214  0575

www.smithmaloney.co.uk

HADLEY WOOD GOLF CLUB

PROPOSED CLUB ENTRANCE

GATES

WALL & GATE DETAILS
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FOR TENDER

1 DETAIL SECTION : PIER HEAD AND CLADDING

4 WALL COPING

2 PIER DETAILS PLAN

3 WALL BASE

6 BOLLARD DETAIL

17/01/2021 (-) TENDER ISSUE

03/02/2021 (a) TENDER ISSUE - updated to client comments
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