
IMPORTANT NOTES:

Bespoke gate design, fabrication and

installation by specialist

gate/metalwork contractor.

All limestone cladding and features to

be designed, fabricated and installed

by specialist stonework fabricator.

Samples of all finished materials to be

submitted to client/architect for

approval 6 weeks prior to fabrication.
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Finished levels are indicative only.

Contractor to carry out details surveys

of levels prior to fabrication and

installation.
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This drawing is provided for tender and

planning purposes only. Smith

Maloney Architects Limited will not

accept liability for use of proposals

illustrated on this drawing for any other

purpose.
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Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor

Solid dressed limestone

wall with club logo relief cut

into face

Portland stone capping

Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor
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Solid dressed limestone

wall with club logo relief cut

into face

Portland stone capping

9925

Allow minimum 80mm

clearance with existing

fence to neighbouring

property.

Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor
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Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor

Allow minimum 80mm

clearance with existing

fence to neighbouring

property.

Club signage stone relief

engraved into dressed

stone wall. See DWG.

A(90)D04

Club signage stone relief

engraved into dressed

stone wall. Refer to

separate detail. See DWG.

A(90)D04

2
7
0
0
m

m
 
v
i
s
i
b
l
e
 
a
b
o
v
e
 
g
r
o
u
n
d

Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor

Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor
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HEIGHT OF PIERS TO BE LEVEL/ALIGNED ACROSS OPENING
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Dress ashlar limestone clad

entrance piers with

Portland stone capping by

specialist stonework

contractor

Rendered block wall by

others

Solid dressed limestone

ashlar wall

Solid dressed limestone

ashlar wall

3mm lime mortar joints 3mm lime mortar joints
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Smooth dressed ashlar

Portland stone coping and

sphere by specialist stonework

contractor

Smooth dressed ashlar

Portland stone coping and

sphere by specialist stonework

contractor

Nominal 6mm stainless dowels

grouted-in to specialist

stonework contractors details

110

110

NHL mortar to all stonework

jointing

3

3

Engineering brick core with

mortar infil and vertical steel

reinforcement to structural

engineers details

Lime mortar scratch coat

Smooth dressed ashlar

Portland stone coping by

specialist stonework contractor

215mm thick smooth

dressed limestone wall by

specialist stonework

contractor

DPM 1000 gauge

CDM Warning: Panels may be above

25kg weight limit for safe manual

handling. Contractor to submit

method statement for safe handing

and lifting.

NHL mortar to all external

dressed stonework
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Ancon DPB restaint straps

with grout-on dowel at

capping joints

110mm thick dressed ashlar

limestone on 2-3mm

hydraulic lime mortar

bedding.

Engineering brick core with

mortar infil. Refer to

structural engineers

drawings for detail

CDM Warning: Panels may be above

25kg weight limit for safe manual

handling. Contractor to submit

method statement for safe handing

and lifting.

NHL mortar to all external

dressed stonework
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110mm thick dressed ashlar

limestone on 2-3mm

hydraulic lime mortar

bedding.

Engineering brick core with

mortar infil. Refer to

structural engineers

drawings for detail

Structural engineer to

confirm requirement for

vertical reinforcement

3

Nominal 10mm stainless

steel dowel to specialist

stonework design.

CDM Warning: Panels may be above

25kg weight limit for safe manual

handling. Contractor to submit

method statement for safe handing

and lifting.

CDM Warning: Panels may be above
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IMPORTANT NOTES:

Bespoke gate design, fabrication and

installation by specialist

gate/metalwork contractor.

All limestone cladding and features to

be designed, fabricated and installed

by specialist stonework fabricator.

Samples of all finished materials to be

submitted to client/architect for

approval 6 weeks prior to fabrication.
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Finished levels are indicative only.

Contractor to carry out details surveys

of levels prior to fabrication and

installation.
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This drawing is provided for tender and

planning purposes only. Smith

Maloney Architects Limited will not

accept liability for use of proposals

illustrated on this drawing for any other

purpose.
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ALL current drawings and specifications for the project must be read in

conjunction with the Designer's Hazard and Environmental Assessment

Record.

CDM Regulations 2015

- The Copy right of this drawing is the property of Smith Maloney

Architects Limited and must not be copied otherwise reproduced without

written consent.

- The contractor is responsible for checking dimensions,  tolerances and

references.  Any discrepancy to be verified with the Architect before

proceeding with the works.

- Do not scale drawing.  Figured dimensions to be worked to in all cases.
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DETAIL PLANS & ELEVATIONS

AND DETAILS
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1 DETAIL PLAN : COPINGS

4 DETAIL SECTION  - LARGE PIER/CAPPING v@1:5

18/01/2021 (-) PRELIMINARY ISSUE

3 DETAIL SIDE ELEVATION (large pier) @1:202 DETAIL ELEVATION (BEECH HILL SIDE) @1:20

5 DRESSED LIMESTONE WALL/CAPPING @1:5 6 DETAIL PLAN - SMALL PIER @1:5 7 DETAIL PLAN - LARGE PIER @1:5

21/01/2021 (a) TENDER ISSUE
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