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SITE BOUNDARY
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PROPOSED SITE

ACCESS TO THE SITE IS GAINED 

FROM THE SOUTH ENTRANCE TO 

THE FARM. ALL ACCESS ROADS 

ARE PAVED AND WILL BE CLEARLY 

SIGNPOSTED. 

ACCESS ROUTE

STAFF PARKING

GUEST PARKING
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SUN PATH

N

ARCHITECT

DRAWING NOTES
1.

2.

3.

DO NOT SCALE FROM THIS DRAWING.

ALL DIMENSIONS ARE IN MILLIMETERS AND LEVELS 

ARE IN METERS, UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL VERIFY ALL DIMENSIONS ON

SITE PRIOR TO COMMENCEMENT OF WORK.

Reproduction of this drawing is permitted solely for use on this project.

     Substance Hong Kong. 2011, All Rights Reserved.
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1. During pre-tender site investigations and through

Construction, any questions pertaining to the Drawings

related to the project fit-out works, the following contacts

shall be consulted for further enquiries:

       Chelsea Chan – Project Manager – chelsea@substance.hk

       Max Dautresme – Creative Director – max@substance.hk

2. The Contractor shall be responsible to install and maintain all

site utilities during construction. Any temporary suspensions

of services shall be coordinated by the Contractor and should

be included in their tender price.

3. The design and specifications of the drawing shall not be

reproduced without the authorization of the Designer,

Substance Ltd.
4. The Contractor shall take site measurements and verify field

conditions and shall carefully compare site measurements,

conditions and other information known to the Contractor

with the Contract Documents before commencing activities.

Errors, inconsistencies or omissions discovered shall be

reported to the Designer at once.

5. All drawings are measured in mm (millimeters), unless stated

otherwise. The Contractor shall not scale drawings.

6. The Contractor shall make provision to provide necessary

protection barriers for base building, stairwells, lifts and MOE

and exterior windows. The Contractor through proper

relevant insurances will cover any damages incurred.

7. All instruction, warning, operation or directional signages for

emergency, fire protection, evacuation procedures, and

life-safety devices, hardwares equipments, exiting mechanism

shall be in English & Chinese and comply with latest statutory

equipment and regulations.

8. All site setting out markings must be inspected and approval

by the Designer. Approval should be given by the Designer

who is the Contract Administrator.  All markings should be

clearly visible and clean from debris and dirt during

inspection. The Designer may seek consent from the

Employer before giving approval, where appropriate before

the commencement of fit out works.

9. All shop drawings and technical specification sheets must be

submitted to the Designer for approval and sign-off.

10. The Contractor shall provide signed letters of certification for

restaurant and hotel licensing purposes and/or BD approval,

indicating that the installer/applicator performing the work is

approved by the Manufacturer. The written certification shall

include technical performance, testing reports, and/or

fire-rating resistance of all relevant materials.

11. All upholstered furniture must comply with restaurant and

hotel licensing requirements.

12. All wood decorations finishes must comply with restaurant

and hotel licensing requirements.

13. Unless stated otherwise, all ultra/crystal clear tempered glass

shall be minimum of 10mm thick for wall finishes.

14. Old concrete surfaces contaminated with oil or grease

requires suitable preparation such as steam cleaning in

conjunction with a suitable detergent. Care must be taken to

ensure that the oil or grease is removed from the surface and

not simply spread over a larger area.

15. Roughen existing concrete shall be cleaned and prepared to

receive any new finishes, as specified.

16. Finishes to existing structures that are to be retained are to be

made good and refinished.

17. For Partition Plans /Demolition Plans /Floor finishes Plans and

Electrical Plans reference should be made to the General

Notes & Specifications document.

18. For full specifications reference should be made to the

General Notes & Specifications document

GENERAL NOTES:

SITE PLAN:

PROPOSED SITE PLAN
A-H-A000

A 18/05/17
DESIGN DEVELOPMENT

EVENING SUN MORNING  SUN

LIGHT PATH
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PROPOSED 

GLASSHOUSES

THE GLASSHOUSES ARE 

ORIENTATED TO FACE THE 

VIEWS OVER THE COTSWOLDS 

AND APPRECIATE THE SETTING 

SUN DURING THEIR DINING 

EXPERIENCE.
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PROPOSED 

GLASSHOUSE

THE BACK WALL OF EACH 

GLASSHOUSE IS CLAD IN 

CHARRED TIMBER TO ADD 

PRIVACY TO OUR GUESTS AND 

SEPERATION TO THE WORKING 

FARM
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PROPOSED 

GLASSHOUSE

GLASSHOUSE PODS WITH 

CHARRED TIMBER BACKING TO 

SEAT 4 DINING GUESTS


