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New timber cill & sash

cord - Ref.01

Infill gap at corner - Ref.02

Gutter to have new outlet and

silt trap - Ref.03a

Stone to be brushed back to

sound base and protective

shroud installed - Ref.03b

Existing ladder to be assessed

for compliance - Ref.04

New proprietary Inclined

Walkway - Ref.36

Broken pane to be replaced

and flashing renewed - Ref.06

Vegetation to be removed from parapet - Ref.07

Spalling stone at cornice

in north bay - Ref.09

Skim coat of cement to

be removed - Ref.10

Damaged and slipped

slates - Ref.12

Replace rooflight and

flashings - Ref.14

Ridge tiles to be replaced

with code 8 lead - Ref.15

Poor pipe lagging - Ref.13

Poor leadwork on

cornice - Ref.18

Render and fascia boards to

be replaced - Ref.11 & 17

Asphalt covering to cornice to

be removed and replaced with

lead - Ref. 19

Rainwater outlet to be jetted

clean and dome grating to

be installed - Ref.20

Damaged and slipped

slates - Ref.12

Damaged and slipped

slates - Ref.12

Linostone - Ref.30

Safety Line - Ref.05

Duck boards stored on

lead gutters - Ref.23

Safety Line - Ref.05

Lagging/insulation of ducts to be renewed - Ref.22

Cracked panes - Ref.24

Upstands in poor

repair - Ref.25

Standing water in gutter and

drainage pipe too high - Ref.31

Rusting rwp - Ref.26

Gutter drip doesn't appear

to be 50mm - Ref.27

Bent aluminium

flashing to

rooflight - Ref.28

Skew detailing is poor - Ref.29

New outlet - Ref.32

New proprietary Inclined

Walkway - Ref.36
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WORKS NOT NOTED ELSEWHERE ON DRAWINGS

Ref.09 - Timber floor of bar to be sanded and sealed

Ref.10 - MDF ledge to be repaired; exposed cast iron elements to

be sanded down and repainted; all walls and soffits to be prepared

and painted

GENERAL

Ref.12 - All slate roofs to be inspected and all slipped and damaged

slates to be carefully removed (without damaging adjacent sound

slates).

Ref.13 & 22 - All exposed pipework and ducting to have existing

insulation replaced with proprietary 'external use' insulation

Ref.16 - Vegetation to be removed from upslope side of all roof

penetrations.

Ref.21 - Existing system to be assessed by a lightning protection

specialist

Ref.34 - Sacrificial lead flashings to be inserted below bottom row

of slates where they meet a lead gutter.

Ref.35 - Lead slate pieces to be fitted around all roof penetrations

Extent of Roof

Extent of gutter requiring repairs

Proposed Safety Line System

Existing Safety Line (to be tested)

Existing Safety Line to be

removed

Proposed fixed ladder with cage

Existing ladder with cage

Metal access walkway (flat)

Metal access walkeway (inclined)

Existing metal walkway

Access out onto Roof
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