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oven
New	wall	build	hard	against	
existing	garden	retaining	wall		
complete	with	damp	proofing	
in	new	wall	structure.	

Glazing	starting	at	900mm	
above	floor	level

Glazing	this	side	to	be	similar	to	
garden	height.	
	
French	doors	to	open	out	providing	
more	space	internally	for	circulation.

Form	utility	room	and		
wc	against	outer	wall	
with	its	own	window

Existing	window	removed	and	
part	infilled	with	2	new	windows	
formed	for	wc	and	kitchen	as	
noted.	
CAtnec	steel	angle	required	for	
window	openings	to	support	the	
facing	brick	outer	leaf.	
Install	2/197x45mm	Timbers	
stitched	together	as	lintol	over	
opening	with	double	cripple	stud	
either	side.

up	tp	garden	level4,300mm

600mm 750mm

3	windows	at	900mm	wide	by	
1500mm	high	centred	on	gable

Steel	beams	to	support	
structure	abovenoted	in		
red.	See	Engineers	design

Utility	room	door	to	have	
a	elf	clsoing	device	in	door	
frame	to	keep	hall	
clear	at	all	times.

Utility

WC

ELECTRICAL		LEGEND:

Telephone	Outlet

Tv	Outlet

Extract		Fan

Clng.	Mounted	"j"	Box	For	Fan/light

Door	bell...electric

Radiator.

Light	switch

Bulkhead	Light	Fixture	...	PIR

Smoke	Detector	...	hard	wired

Cooker	control	unit

Heat	Detector	...	hard	wired

SD

SS Shaver	socket	outlet

ELECTRICAL		LEGEND:

Door	bell	push

Double	switch	socket

Switch	with	remote	spur

Wall	Mounted	Light	Fixture

Light	Fixture	ceiling...pendant

HD

CO Carbon	Monoxide	...	hard	wired

FD 1/2hr	s/c	fire	door,	intumescent	strip

Electric	consumer	unit
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FD 1/2hr	s/c	fire	door,	intumescent	strip

Electric	consumer	unit

2,
70
0m

m

3,000mm

SD

SD

HD

SS

Gas	boiler	
and	flue.

Strip	back	existing	wall	and	make	ready	for	
new	wall	connection	ties	to	both	brickwork	
and	timber	stud	frame

Existing	cavity	structural	wall	
with	facing	brick	external	leaf	
and	timber	frame	internal	leaf.

Form		stores	as	noted	with	
4	shelves	internally	faced	with	
sliding	doors.

Flat	ceiling	over	family	room	
with	plasterboard	internal	finish.

Existing	blockwork	retaining	wall	
to	garden	at	800mm	height	above	
the	entrance	driveway.

Cavity	wall	to	existing	wall	extends	above	height	
of	caonservatory	roof	fitted	with	pc	concrete	cope	
tp	be	removed	to	allow	for	new	pitched	roof	along		
with	fascia/soffit/rwp	and	gutters.

The	family	room	extension	floor	area	to	have	125mm	
Celotex	insulation	board	under	new	concrete	finished	
level	with	existing	floor	level.	Damp	proof	membrane		
to	overlap	with	existing	by	min.	150mm	which	is	to	be	
folded	and	taped	prior	to	laying	new	concrete	and	should	
tie	in	with	new	damp	proofing	of	existing	garden	wall	as	
tanking	to	prevent	ground	water	ingres	
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