
Adjacent Properties and Boundaries are shown for illustrative purposes
only and have not been surveyed unless otherwise stated.
All areas shown are approximate and should be verified before forming
the basis of a decision.
Do not scale other than for Planning Application purposes.
All dimensions must be checked by the contractor before commencing
work on site.
No deviation from this drawing will be permitted without the prior written
consent of the Architect.
The copyright of this drawing remains with the Architect and may not be
reproduced in any form without prior written consent.
Ground Floor Slabs, Foundations, Sub-Structures, etc. All work below
ground level is shown provisionally. Inspection of ground condition is
essential prior to work commencing.
Reassessment is essential when the ground conditions are apparent, and
redesign may be necessary in the light of soil conditions found.  The
responsibility for establishing the soil and sub-soil conditions rests with
the contractor.
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COURSED YORKSTONE PAVING. DIAMOND
SAWN FINISH. 400 X 300, 400, 600, 900 X 50MM.
CROSLAND HILL OR SIMILAR APPROVED. +64.06

+63.70

100 X100 X 50MM YORKSTONE SETTS.
SHOT SAWN FINISH. CROSLAND HILL OR
SIMILAR APPROVED.

50MM CUMURU TIMBER SEATING TO BE
FIXED TO TOP OF RETAINING WALL.
REFER TO DETAIL.

PLANTING MIX 8. REFER TO PLANTING PLAN:
5921_300.
300MM LIGHTWEIGHT TOPSOIL & 150MM SAND/
SUBSOIL

 SEATING EDGE TO SMALL QUAD PLANTER04

SECTION SCALE 1:20

EXISTING RETAINING WALL- EXISTING
ENGINEERING BRICK RETAINED

INDICATIVE BELOW GROUND DETAIL SHOWN
SUBJECT TO BELOW GROUND SURVEY,
ENGINEER'S SPECIFICATION & DETAIL
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TIMBER CLADDING TO EXISTING
CONCRETE ARBOUR STRUCTURE/
PLANTER

+63.70

 STEPPED EDGE TO SMALL QUAD PLANTER05

SECTION SCALE 1:20

+64.06

INDICATIVE BELOW GROUND DETAIL
SHOWN SUBJECT TO BELOW GROUND
SURVEY, ENGINEER'S SPECIFICATION
& DETAIL

COURSED YORKSTONE PAVING. 50MM X
600 X 600, 900 MM. DIAMOND SAWN FINISH.
CROSLAND HILL OR SIMILAR APPROVED.

100 X100 X 50MM YORKSTONE SETTS.
SHOT SAWN FINISH. CROSLAND HILL OR
SIMILAR APPROVED.

COURSED YORKSTONE STEPS TO MATCH PAVING.
CROSLAND HILL OR SIMILAR APPROVED. 400 X 300,
400, 600, 900 X 50MM. DIAMOND SAWN FINISH. 3 MM
BRONZE DEMARCATION STRIPS IN STEPS. REFER TO
DETAIL.

RECESSED WALL LIGHT: LED RECESSED WALL
LUMINAIRES 24 V DC BY BEGA WITH  SINGLE DRIVER
70114 BY BEGA, 300 X 105 X 70MM. LOCATION TO BE
AGREED.

7777
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PLANTERS IN CENTRE OF SMALL QUAD01

SECTION SCALE 1:20

4MM STEEL PLANTER TO MATCH
ARCHITECTURAL FINISHES

INDICATIVE BELOW GROUND DETAIL
SHOWN SUBJECT TO BELOW GROUND
SURVEY, ENGINEER'S SPECIFICATION
& DETAIL
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100 X100 X 50MM CROSLAND HILL YORK
STONE SETTS. SHOT SAWN FINISH

EXISTING ROSE ARBOUR STEEL & CONCRETE
STRUCTURE TO BE RETAINED

PLANTING MIX 8. REFER TO PLANTING PLAN:
5921_300.

300MM LIGHTWEIGHT TOPSOIL &

150MM SAND/ SUBSOIL

EGGCRATE DRAINAGE LAYER

VOID FORMER

GEOTEXTILE MEMBRANE TO PLANTER

LIGHT WEIGHT TOPSOIL
40MM EGG CRATE DRAINAGE LAYER

ADJUSTABLE FEET

TIMBER SLATS MOUNTED ONTO GALV. MILD
STEEL FRAME STRUCTURE. PANEL MOUNTED
ONTO SIDES OF EXISTING CONCRETE
PLANTERS. FINISHED WITH TIMBER TOP LIP

77

EXISTING DWARF WALL
REBUILT TO NEW ALIGNMENT

FOR INCREASED BED SIZE

DECORATIVE SCREENS AND GREEN WALL TO SMALL QUAD03
77 ELEVATION SCALE 1:20

EXISTING WALL RETAINED

TIMBER BATON SEATING TO
MATCH PROPOSED QUAD

PROPOSED TREATED
TIMBER TRELLIS FOR
ENCLOSED CLIMBING

PLANTING

EXISTING TIMBER FRAMING
AND SURROUND REPLACED

EXISTING TIMBER GATE
REPLACED TO MATCH NEW
TIMBER SURROUNDS
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4MM STEEL SKIRT TO BENCH.
POWDER COATED TO MATCH
ARCHITECTURAL FINISHES. S/S
SUBFRAME.

TIMBER SEAT TO BENCH. 100 X
60MM FSC TIMBER SLATS

INDICATIVE BELOW GROUND DETAIL
SHOWN SUBJECT TO BELOW GROUND
SURVEY, ENGINEER'S SPECIFICATION
& DETAIL

100 X100 X 50MM CROSLAND HILL
YORK STONE SETTS. SHOT SAWN
FINISH

ROSE ARBOUR IRON POST IN
CENTRE OF BENCH

 CENTRAL BENCH TO SMALL QUAD07

SECTION SCALE 1:20
77

 CENTRAL BENCH TO SMALL QUAD06

SECTION SCALE 1:20

TIMBER SEAT TO BENCH. 100
X 60MM FSC TIMBER SLATS

EXISTING IRON POST TO
ROSE ARBOUR RETAINED IN
CENTRE OF BENCH

77

Location Plan

GROUNDCOVER & CLIMBERS PLANTING
MIX 13- REFER TO PLANTING SCHEDULE

400MM  PREMIUM GRADE TOPSOIL

GEOTEXTILE MEMBRANE TO PLANTER

REMOVE EXISTING PLANTER AND BRICK,
REALIGN TO PROVIDE 500MM PLANTING BED

EXISTING BRICK PLANTER MODIFICATION02

SECTION SCALE 1:20

100 X100 X 50MM CROSLAND HILL YORK
STONE SETTS. SHOT SAWN FINISH

INDICATIVE BELOW GROUND DETAIL SHOWN
SUBJECT TO BELOW GROUND SURVEY,
ENGINEER'S SPECIFICATION & DETAIL

40MM EGG CRATE DRAINAGE LAYER

PROPOSED TREATED TIMBER
TRELLIS FOR ENCLOSED
CLIMBING PLANTING

EXISTING TIMBER FRAMING
AND SURROUND REPLACED

TIMBER BATON SEATING TO
MATCH PROPOSED QUAD
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