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Annexe East Wall (Proposed)2

Stage-3 Indicative Spec Notes

Key Value Indicative Specification

F21/111 Natural stone ashlar infill panels. 75 thk
ashlar stone bed on Nom 3mm lime mortar.
Expressed horizontal banding with
contrasting textures. Recover/resue bath
stone from demolition phase.

F21/112 Nom 120x90 Clipsham stone expressed
wind-posts. Honed finish with edge chamfers.
Reinforced w/ 1 No 12mm s/s rebar.

G20/255 100mm tk Pollmeier Baubuche Laminated
Beech Structural Panel

H71/111 Rolled Lead roofing on warm roof deck with
ventilted cavity to Insall spec

H71/131 Rolled Lead cladding over ventilted cavity to
Insall spec

L10/461 Glazing Vision Walk-On Circular Rooflight on
insulated upstand

L10/481 Crittall T60 Cold formed rolled steel thermally
broken windows. Top hung opening with
Mingardi micro Evo 400mm stroke chain
actuators.

L20/495 Solid Timber Automated Sliding Pocket Door
with Geze Powerdrive SL automation (max
200kg)

P10/100 Non-Combustible timber frame /
rainscreen-specific mineral-wool insulation
slab system with black face finish installed to
mfr's recommendation. Allow for breather
membrane and vapour barrier.
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