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NOTE

ALL MEASUREMENTS TO BE CHECKED ON SITE BEFORE
SETTING OUT TAKES PLACE. ANY DISCREPANCIES TO
BE REPORTED BACK TO SURVEYOR.

PLEASE READ THIS DRAWING ALONG WITH FOLLOWING:
- PROJECT MANAGERS DETAILS

- APPROVED PLANNING DRAWINGS

- PLANNING CONDITIONS

- BUILDING REGULATIONS SCHEDULE

- BUILDING REGULATIONS APPROVED DOCUMENTS

- BUILDING REGULATIONS CONDITIONS

- STRUCTURAL ENGINEERS DETAILS

- OTHER SPECIALIST COMPANIES DETAILS

ANY DISCREPANCIES TO BE REPORTED BACK TO THE PROJECT
MANAGER

THE BUILDER SHOULD SATISFY THEMSELVES THAT THEY HAVE
READ AND UNDERSTOOD ALL ASPECTS OF THE WORK TO BE
UNDERTAKEN.

ALL PLUMBING TO APPROVED DOCUMENT G.

GAS INSTALLATION TO BE UNDERTAKEN BY GAS SAFE ENGINEER.
ELECTRICAL WORK TO BE CARRIED OUT BY REGISTERED MEMBER
OF COMPETENT PERSONS SCHEME & RECORDED.

ENCAGSE STEEL BEAMS IN FIRELINE OR SIMILAR IN ORDER TO
PROVIDE 30 MINUTE FIRE RESISTANCE.

THE MECHANICAL VENTILATION TO BE COMMISSIONED, TESTED
AND MAINTAINED IN ACCORDANCE WITH THE DOMESTIC
VENTILATION COMPLIANCE GUIDE.
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