
Roof
20770

Single ply membrane over insulation with lapped with VCL

18mm plywood subfloor decking

150mm Rigid insulation to achieve the required U-Values

50x200mm timber joists to structural engineers spec.

VCL over 18mm Ply deck - VCL to be turned up around insulation and 
bonded with waterproofing membrane to avoid condensation at edges

Vapour control layer

Internal Ceiling finished with 12.5mm 
platerboard, skim and paint with mist 

coat and 2 finish coats Dulux,   
Wallcolour to clients choice

Insulated cavity barrier with 
30min Fire resistance

1:60 SLOPE

WARM ROOF - Laid to slope with timber firrings

Double glazed window frame 
inset 70mm from External 
cladding line

172mm Kingspan TEK Structurally 
insulated panel fixed as per manufacturers 
spec. to achieve the desired U-Value

25mm airspace between battens

0.5mm Kingspan nilvent 
breather membrane

Internal wall finished with 12.5mm platerboard, skim 
and paint with mist coat and 2 finish coats Dulux,   
Wallcolour to clients choice

Propriatory Aluminum cladding 
system fixed to maufcaturers spec.

Propriatory Aluminum coping fixed to 
maufcaturers spec.

75mm ventilated cavity

20mm Al cladding panels 
fixed back to vertical support 
section

Helping hands wall bracket 
fixed back to SIP Panels to 
manufacturers spec

Drainage and ventilation slot fr 
rainscreen cavity

Aluminum cladding panel to 
door reveal fixed as per 
manufacturers spec.

Aluminum finish to door head

lintel to SE design & spec.

EPDM

Internal window head to be finished with 2 layers of plasterboard

window seal
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General Notes:

1. Do Not Scale This Drawing

2. All dimensions are in millimetres unless 
otherwise stated

3. Drawing based on survey information by 
others

4. Contractors are not to scale dimensions from 
this drawing

5. Contractors are to check all dimensions prior 
to commencement on site and notify the 
architect of any errors, omissions, or 
discrepancies

6. West Port Five Limited retain copyright of this 
drawing. It may not be copied, altered or 
reproduced in any way without their written 
authority.
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New Wall to New Roof Junction

Discharge of Planning Conditions

57 Glengall Road,
London
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1 New Wall to New Roof Junction
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