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Remove modern
partition and door

Remove fitted joinery Remove fitted units and
kitchenette

Remove infill and
reinstate full below
pavement vault.
Structural repairs to
brickwork and floor slab
and damp proofing
required.

Remove metal garage
door

Remove redundant
vent

Remove window and
raise cill

Remove modern infill
for new, likely original,
opening

Remove gutter

Remove inappropriate
metal railings and timber
fence

Remove sanitary-ware

Remove sanitary-ware

Remove early 20th century
partitions and doors to
return to original plan form

Remove existing
hazardous roof access
hatch and ladder

Remove redundant water
tank and make good areas
affected

Boxing around existing balustrade to be removed. If
an original balustrade remains, this would be
retained. Otherwise a new balustrade will be installed
with a simple design subject to WCC approval.

New opening for roof light

Reduce to a single door fixed shut.

Remove column and
reposition. Replace steel
beam above with deeper
section.

Damp-proofing
required in basement.
System type TBC

Create recess for new
slab
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Demolition

Removal of non-original floor
coverings

Removal of walls

Opening required

External repairs to be reviewed and methodology to be discussed with Heritage and Conservation
Officers. All existing lead flashing and soakers to be retained and made good unless replacement
is required. All render to be repainted to match existing.

Material Legend
1 Stucco Render
2 Cast iron balustrade
3 Painted, timber sash windows
4 Slate tiling with lead dressing
5 Painted Plywood
6 Timber Fence
7 Brickwork
8 PPC aluminium glazed rooflights
9 Stone tiles
10 Painted, timber french door

1. All existing bathroom, kitchen and
sanitary-ware fittings to be removed
and renewed

2. Windows to be overhauled and
refurbished throughout. Draught
stripping to be installed where possible

3. All existing shutters to be released and
repaired

4. Check condition of existing floor joists
throughout and strengthen with
additional timber flitch beams and/or
timber noggins as required

5. General redecoration throughout
6. Existing services to be renewed
7. General repairs to stucco externally,

particularly to the rear elevation
8. Metal railings to be redecorated
9. All SVPs and RWPs to the rear to be

removed and reinstated as shown
10. Infill redundant vents, finished with

stucco to match existing adjacent

A 200302 General Amendments ME DE
B 200327 General Amendments ME DE
C 200331 Issued for Planning ME DE
D 200421 Issued for Grosvenor with dims ME DE
E 200618 Amended for Planning ME DE
F 210302 Amended for LBC variation ME DE

Note added
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