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Second Floor 40 degs
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VENTILATED VOID

UNDERFLOOR AIR VENTILATORS WITH DPC OVER

EXISTING GROUND LEVEL

LEAN MIX CONRETE CAVITY FILL

GROUND FLOOR CONSTRUCTION
TO COMPRISE OF:
70MM (MIN) FLOOR SCREED
ON VCL TURNED UP 100MM AT ROOM PERIMETER
WITH ALL JOINTS LAPPED 150MM AND SEALED
ON 75MM THICK CELOTEX FLOOR-GRADE INSULATION
WITH TIGHTLY-BUTTED JOINTS AND 20MM INSULATION
AT PERIMETERS. (P/A WORST CASE SENARIO =0.6)
ON 1200 GAUGE DAMP PROOF MEMBRANE LAPPED WITH NEW DPC'S
ON 10MM LEVELLING SCREED
ON BEAM AND BLOCK FLOOR (CONTRACTOR DESIGNED)
NEW AIR BRICKS TO BE INSTALLED TO ALLOW CROSS VENTILATION
MAX 1800MM CENTRES (PLASTIC) OR 1200MM (CLAY)

U VALUE NOT TO EXCEED 0.20W/M2K

EXTERNAL WINDOW
TO BE UPVC DOUBLE GLAZED.
ALL GLAZING TO BE LOW E COATING,
PILKINGTON K GLASS WITH
TRICKLE VENTILATION INCORPORATED AT HEADS.
ALL GLAZING TO MEET B.S. 6262 SAFETY GLAZING.
VENTILATION TO EQUAL 1/20 ROOM AREA
AND LIGHT EQUAL TO 1/10.
TRICKLE VENTILATORS  FITTED TO ALL WINDOWS
AND DOORS TO PROVIDE  8000mm2 TO ROOM

U VALUE NOT TO EXCEED 1.80W/M2K

NEW CROWN ROOF

3 LAYER FLET ROOF COVERING, FINISH TO BE AA RATED FOR SPREAD OF FLAME.
18mm WBP PLYWOOD DECK
MIN. 50 x 50mm SW TIMBER FIRRINGS TO CREATE MIN. 1:80 FALL ACROSS ROOF
50mm CLEAR VENTILATION GAP ABOVE INSULATION
SW TIMBER JOISTS AT STRUCT ENG CALCS
165mm CELOTEX XR4000 INSULATION (OEA) BETWEEN JOISTS WITH
15mm PLASTERBOARD WITH TAPED JOINTS AND PERIMETER EDGES
SEALED WITH MASTIC TO FORM VAPOUR CONTROL LAYER.

25mm CONTINUOUS VENTILATION
GAP IN WHITE UPVC SOFFIT BOARD

NEW FIRST FLOOR
22mm FLOORING GRADE T&G CHIPBOARD OVER
NEW S/W TIMBER JOISTS ALL TO STRUCTURAL ENGINEERS
CALCULATIONS AND DETAILS
100mm ISOWOOL (OEA) INSULATION BETWEEN JOISTS
NEW SINGLE LAYER OF 12.5mm PLASTERBOARD CEILING
FINISHED WITH SKIM COAT.

EXTERNAL WINDOW
TO BE UPVC DOUBLE GLAZED.
ALL GLAZING TO BE LOW E COATING,
PILKINGTON K GLASS WITH
TRICKLE VENTILATION INCORPORATED AT HEADS.
ALL GLAZING TO MEET B.S. 6262 SAFETY GLAZING.
VENTILATION TO EQUAL 1/20 ROOM AREA
AND LIGHT EQUAL TO 1/10.
TRICKLE VENTILATORS  FITTED TO ALL WINDOWS
AND DOORS TO PROVIDE  8000mm2 TO ROOM

U VALUE NOT TO EXCEED 1.80W/M2K

NEW WHITE HALF ROUND GUTTER
FIXED TO WHITE UPVC FASCIA BOARD

EXTERNAL WALL CONSTRUCTION.
TO COMPRISE OF:
20MM SAND CEMENT RENDER FINISH
100mm BLOCKWORK OUTER SKIN
100MM CAVITY WITH FULL FILL CAVITY WALL INSULATION
(ROCKWOOL)
100mm INNER SKIN LIGHTWEIGHT BLOCKWORK
(CELCON SOLAR OR EQUIVALENT).
13mm LIGHTWEIGHT PLASTER AND SKIM COAT FINISH TO
RECEIVE DECORATION.
NON FERROUS WALL TIES TO BE USED AT 600MM
CENTRES HORIZONTALLY
AND 450MM VERTICALLY STAGGERED WITH ADDITIONAL
TIES AT REVEALS OF OPENINGS.

NEW PICHED ROOF
TO COMPRISE OF:
CONCRETE ROOF TILES ON 50x25 TREATED SW BATTENS ON
TYVEK SUPRO BREATHABLE MEMBRANE  (NO SOFFIT OR
RIDGE VENTS REQUIRED)
ON NEW 150 x 50 SW RAFTERS AT 400mm CENTRES.
CELOTEX 100MM FITTED BETWEEN NEW RAFTERS WITH
CELOTEX 50MM BENEATH THE RAFTERS.
ALL JOINTS TO BE TAPED USING CELOTEX INSULATION TAPE
WITH PERIMETERS SEALED WITH MASTIC TO PROVIDE A
VAPOUR CONTROL LAYER. 25MM BATTEN INSTALLED ON THE
LINE OF THE RAFTER WITH 12.5MM PLASTERBOARD FITTED
TO U/SIDE THROUGH TO THE BATTENS.

U VALUE NOT TO EXCEED 0.15W/M2K

FOUNDATIONS
ALL NEW STRIP FOUNDATIONS TO BE A MINIMUM OF 300MM
DEEP BY 600MM WIDE AND AT A LEVEL TO SUIT SITE
CONDITIONS BUT AT LEAST 1000MM DEEP AND AT LEAST
AS DEEP AS THE EXISTING FOUNDATIONS.

HALF ROUND CONCRETE
RIDGE TILE WITH
CONTINUOUS VENTILATION

NEW PRIVATE TIMBER STAIRCASE
GROUND TO FIRST FLOOR
13 RISERS @ 196mm RISE
GOINGS TO BE 250mm
900mm WIDE
HANDRAIL TO BE 900mm MIN ABOVE NOSINGS
GAP BEWTEEN BALUSTERS TO BE MAX 99mm
MINIMUM HEIGHT ABOVE NOSINGS TO BE 2000mm.

ROOFLIGHT
VELUX MK08 TOP HUNG ROOFLIGHT
1400 x 780mm ALL TO BE INSTALLED
IN CONJUNCTION WITH MANUFACTURERS
STANDARD DETAILS AND RECOMMENDATIONS

NEW FIRST FLOOR
22mm FLOORING GRADE T&G CHIPBOARD OVER
NEW S/W TIMBER JOISTS ALL TO STRUCTURAL ENGINEERS
CALCULATIONS AND DETAILS
100mm ISOWOOL (OEA) INSULATION BETWEEN JOISTS
NEW SINGLE LAYER OF 12.5mm PLASTERBOARD CEILING
FINISHED WITH SKIM COAT. NEW PRIVATE TIMBER STAIRCASE

FIRST TO SECOND FLOOR
13 RISERS @ 188.4mm RISE
GOINGS TO BE 250mm
900mm WIDE
HANDRAIL TO BE 900mm MIN ABOVE NOSINGS
GAP BEWTEEN BALUSTERS TO BE MAX 99mm

PARTY WALL CONSTRUCTION.
TO COMPRISE OF:
100mm DENSE BLOCKWORK
50MM CAVITY WITH FULL FILL CAVITY WALL
INSULATION (ROCKWOOL)
100mm DENSE BLOCKWORK
FINISHED BOTH SIDES WITH
13mm LIGHTWEIGHT PLASTER AND SKIM
COAT FINISH TO RECEIVE DECORATION.
NON FERROUS WALL TIES TO BE USED
AT 600MM CENTRES HORIZONTALLY
AND 450MM VERTICALLY STAGGERED

SHOWER
ROOM

SHOWER
ROOM

PROPOSED DETAILED SECTION.
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TWO NEW DWELLINGS AT 4 TANDRIDGE ROAD, HOVE. MR PEJMAN VARGHAI

BUILDING REGULATIONS ONLY THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH THE STRUCTURAL ENGINEERS DESIGN & DETAILS.


