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Wall Sections - As Proposed
2013/04

Garden Wall Repairs
St Catherine's College , Oxford. OX1 3UJ
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Outer leaf of wall rebuilt with reused
calcium silicate bricks, 50mm high on
8mm mortar bed

Existing foundation retained

12 courses of reused calcium
silicate bricks, 50mm high on
8mm mortar bed

12
cs

2 courses of standard  dense concrete
blocks, 140mm wide, on 17 mmm mortar
bed. Block work with 2 coats of RIW LAC
to both faces.

Both leaves of rebuilt wall to included
vertical movement joints at approx 6m
intervals. Movement joints in calcium
silicate brickwork to match existing.
Movement joints in blockwork to be
vertical joints with fibre board.
New movement joints carefully formed in
existing brickwork  to match existing, as
described in Design & Access Statement

Podium Eastern Garden Wall - As Proposed 1:5
for rebuilt section

Garden wall to east side of pond & podium
western wall both repaired in damaged
area. Damaged area carefully taken down,
bricks cleaned of mortar & wall rebuild,
reusing same bricks, zinc flashings &
concrete copings, with new movement
joints to match existing one in podium
eastern garden wall, as described in
Design & Access Statement

Garden Wall to East Side of Pond
& Podium Western Garden Wall50mm diameter black plastic drainage

holes, second course of brickwork up,
spaced approximately every 2m between
bricks cut to suit. Outer face of pipe
recessed 8mm, to face of mortar pointing.
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