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H4b Granite Slab Paving Type 2
Main Area: 10.019 sgm

H5b Granite Hazard Warning Paving
Main Area: 12.968 sgm

H5b Granite Hazard Warning Pavin
Main Area: 19.564 sgm
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H3c Granite Setts Type 3
Main Area: 20.448 sgm

H5b Granite Hazard Warning Paving
Main Area: 3.200 sg m

LIBRARY / COACH STATION

H4a Granite Slab Paving Type 1
Main Area: 7.347 sgm
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NO DIMENSIONS TO BE SCALED FROM THIS DRAWING
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Extent of Proposed Public Realm Works

Extent of works delivered by Galliford Try
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20-15-90/145

H3c Granite Setts Type 3

Supplier: Marshalls

Reference: Granite Paving

Size: 100x100x50mm

Colour: 33.3% Cressida, 33.3% Elara and
33.3% Belleville

Finish: Flamed top

Refer to Landscape NBS Specification doc no.
BMCP-PEV-PR-XX-SP-L-0001 paving system

H4a Granite Slab Paving Type 1

Supplier: Marshalls

Reference: Granite Paving

Size: 300x600x60mm

Colour: 33.3% Cressida, 33.3% Elara and
33.3% Belleville

Finish: Flamed top

Refer to Landscape NBS Specification doc no.
BMCP-PEV-PR-XX-SP-L-0001 paving system

20-15-90/125

20-15-90/125

20-15-90/125

H4b Granite Slab Paving Type 2

Supplier: Marshalls
M Reference: Granite Paving
Size: 400x400x60mm
Colour: 100% Cressida
Finish: Flamed top

Refer to Landscape NBS Specification doc no.
BMCP-PEV-PR-XX-SP-L-0001 paving system

H5b Granite Hazard Warning paving
Supplier: Marshalls

Reference: Granite Corduroy Tactile Paving
Size: 400x400x60mm

Colour: Prospero

Finish: Flamed top

Refer to Landscape NBS Specification doc no.
BMCP-PEV-PR-XX-SP-L-0001 paving system

Area Name Main Area| Unit
H3c Granite Setts Type 3 20.45/m2
H4a Granite Slab Paving Type 1 153.41|m2
H4b Granite Slab Paving Type 2 10.02|m2
H5b Granite Hazard Warning Paving 35.73|m2
NOTE
1. Based on drawing Collin and Carrington Street -

Landscape Plan no. TOWN642(03)3010 P8, Sussex Street
- Landscape Plan no. TOWN642(03)3020 Pé by
Townshend and Proposed Pavement Construction
Layouts no. NOTOO1-PEV-XX-ZZ-DR-C-0701, 0702, 0703,
0704 and 0705 by PE Civil Engineers

2. To be read in conjunction with Civil Engineer's
pavement construction details drawing no.
BMCP-PEV-PR-ZZ-DR-C-2000

3. To be read in conjunction with Proposed
Granite Pavement Units and Precast Concrete Units

Assembly Plan drawing no. BMCP-PEV-PR-XX-DR-L-0721
and 0722

C02 | Revised GT boundary 16.10.20 [ MAO

CO01 | Issued for construction 17.08.20| SHX | ZFT

P03 | Dimensions to pavement added. Tactile paving 17.08.20| SHX | ZFT
colour updated in line with received comments.

P02 | Reference to Landscape NBS specification added. 12.06.20| SHX | ZFT

PO1 | First Issue for Stage 4 15.05.20| SHX | ZFT
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