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DETAIL 01
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Sub Base: 150 mm minimum depth of well compacted non frost

susceptible  Mot Type 1 granular sub base to SHW clause 803

or 4/40 mm, 4/20mm  graded crushed concrete aggregate to

EN12620 or locally available secondary or recycled aggregates

which comply with 2/6.3 graded crushed concrete aggregate to

EN12620

Bedding 1 :50mm thickness of 3:1 6mm to 0mm crushed

aggregate: p.f.a cement (Blue Circles Phoenix) mix dry, no

added water.

Bedding 2:50mm of 20mm dense bituminous macadam to

B.S.4987

Caithness slabs 600x 600

Depth: 50mm

Geo-textile Membrane: A geo-textile membrane to prevent

upward migration of fine soil and weed particles may be

required.Dress up 50mm and bond to edge trim.

Geo-texile Membrane (Weed control fabric) : A geotextile

membrane to prevent upward migration of fine soil and weed

particles may be required.Dress up 50mm and bond to edge trim

and site below any areas containing stone chips.Fabric to be

dressed up building edge.

30-50mm Scottish Pebbles between path edge and church

building.(Dark Red to match existing)
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Caithness slabs 600x 600

Depth: 50mm

Caithness slabs 600x 600

Depth: 50mm

Existing kerb cut back to facilitate

new slabbed area for bicycles.

Stainless Steel Sheffield Senior Cycle

Stand - ( 4 Number Concrete in version )

Specifications

Size - 665x1100mm (HxL)

Below Ground - 300mm (Concrete in only)

Tube - 48mm diameter

Wall thickness Stainless Steel - 2.0mm

Material - Stainless Steel

Stainless Steel Grade - 304  / 316.

IMAGE  BIKE STANDS 
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Existing caithness slabs

AluExcel aluminium landscape edging made from 6005A grade

recycled aluminium.

Colour: Silver

Size : 2500x 150

Kinley Northpoint, Staplecross, TN32 5BS

DETAIL-EDGE TRIM BETWEEN GRASS & SLABS

Scale 1:10

AluExcel aluminium landscape

edging made from 6005A grade

recycled aluminium.
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