
10ex
ex

Marble / natural stone tile / cladding to 
match existing.  Modules to have 
rebate formed on long edges to 
accept mechanical restraint fixing in 
addition to adhesive fix (see adjacent 
section for details)

Exposed edges to have polished finish to 
match main body of tile / cladding

SFS framing at 300mm centres

12mm cementitious board

25mm ply boarding

Existing steel column

Cladding supplier to confirm maximum 
unit size to allow pattern of cladding 
joints to be agreed

28
ex

Rockwool insulation to 
required U Value

Detail of internal finish to 
be agreed with specialist

Door and frame as 
specification

Existing wall retained

DPC clamped into 
curtain walling. Mastic 
sealant to gap between 
frame and stone 
cladding

Level 01

16500

10ex
ex

28
ex

Vitrolite border in horizontal bands set 
out to coordinate with c/l of adjacent 
transoms

Marble / natural stone tile / cladding to 
match existing.  Modules to have rebate 
formed on long edges to accept 
mechanical restraint fixing in addition to 
adhesive fix

Stainless steel restraint to suit rebate of 
stone tiles, to be plugged and screwed to 
brickwork

12mm cementitious board

25mm ply boarding

SFS framing at 300mm 
centres

Aluminium top hat section 
or similar spanning 
between and fixed to SFS 
framing  

Polyester powder coated shop 
assembled aluminium fascia with snap-
on projecting feature bands and 
concealed fixings throughout. Feature 
bands to be Baileys Bullnose 55 or 
similar agreed profile.

Polyester powder coated shop 
assembled aluminium fascia with 
concealed fixings throughout

Underside of canopy

Existing steel beam

Z bracket or similar fixed to 
under side of steel beam

Head of SFS fixed to Z 
bracket

Head of SFS fixed 
to Z bracket

Insulation to required U 
Value fitted behind SFS

Insulation to required U Value 
pinned to web of steel

Level 01

16500

10ex
ex

Vitrolite border in horizontal bands set 
out to coordinate with c/l of adjacent 
transoms

Marble / natural stone tile / cladding to 
match existing.  

Polyester powder coated shop 
assembled aluminium fascia with 
projecting feature bands and with 
concealed fixings throughout

Polyester powder coated 
shop assembled aluminium 
fascia with concealed 
fixings throughout

Underside of canopy

Existing steel beam

Z bracket or similar fixed to 
under side of steel beam

28
ex

Insulated aluminium 
spandrel panel

Rockwool insulation to 
required U Value, 
neatly cut around 
brackets as required

Rockwool insulation to required 
U Value, pinned to face of 
existing steel beam. Insulation 
to extend to underside of 
masonry wall above

Existing bulkhead cut 
back as required to 
allow installation of 
curtain walling mullions

Existing ceiling 
retained

Curtain walling mullions 
cleated off underside of 
Z brackets. Slotted fixing 
holes to allow for 
deflection

Lightweight metal framing to 
sub-contractors design to 
provide stiffening and support for 
fascia, braced as required from 
Z section above

Polyester powder coated shop 
assembled aluminium fascia with snap-
on projecting feature bands and 
concealed fixings throughout. Feature 
bands to be Baileys Bullnose 55 or 
similar agreed profile.

Painted softwood trim 
(planed all over) 

New plasterboard 
bulkhead
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