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possible,or alternatively securely fixed cem. board 

which is suitable to take external render finish.
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4060 outside face of stone

20mm limestone cladding 
to specialist desing / 

details. Cladding to be 
carried on loadbearing 

fixing system to BS 8298

Reclaimed vitrolite band 
OR bespoke glass listello 

to mimic reclaimed 
vitrolite, subject to 

Conservation Officer / 
Client approval

Honed black slate plinth 
on adhesive
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Through coloured render 
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PPC cassette panels. 
Joints to coordinate with 

stone cladding

PPC Fascia set out 
to be aligned with 
cassette panels
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Display cabinets 
glazed with 
laminated glass

PPC steel sheet to 
form back panel of 
display case

DPC below display 
case frame dressed 
over cavity of stone 
cladding

LED display lighting 
(if req.)

Existing masonry to receive 
20mm render and provide a 
true / flat surface for installation 
of stone cladding

Load bearing support to base 
of each stone cladding module 
to specialist design and 
calculations
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STOCKTON GLOBE

High Street Stone Cladding - Left Elevation

K00186 ZZ-00-DR-A-21-4003
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Section Through Display Case

REFER TO DRAWING ZZ-00-DR-A-21-4003 FOR COMPONENT 
ELEVATION OF DISPLAY CASE
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NOTE:
All dimensions are to be site checked prior to the manfucture of any stonework or 
fabrication of components
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