
Level 02
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Note:
Fix into existing lintel to be 
positioned at sufficient distance 
from edge of lintel to prevent 
spalling of concrete. Strapping to 
be extended as required to suit

Existing external lintel retained and 
repaired as required (extent of 
repair to be identified on closer 
inspection once scaffold is erected)

Existing plaster retained and 
made good as required up to 
ceiling level

Reduced thickness MDF 
panelling to window head as 
required to suit window frame 
profile (panelling is not to over-
run edge of frame)

Mastic sealant on backing rod

Compriband TP600 or 
similar expanding strip to 
form secondary weather 
seal and air seal 

Flexible sealant at junction of 
plaster and window frame 

Existing internal lintel retained

Hardwood capping trim

Planted hardwood rail 

18mm veneered MDF 
panelling as K13/125 secret 
fixed to battens behind

Existing brickwork

Planted hardwood rail 
wrapped round corner 
and run into window 
frame

New steel window as L10/311

Circle Bar

17230
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New steel window as L10/311

Existing brick wall

Flexible sealant at junction of 
plaster and window frame 

Planted hardwood 
bottom rail 

Planted hardwood skirting 

18mm veneered MDF 
panelling as K13/125 

Planted hardwood rail 
wrapped round corner 
and run into window 
frame

Existing plaster retained

Low profile polyester powder 
coated cill bedded on a 
continuous strip of sealant

Existing concrete wall

Compriband TP600 or 
similar expanding strip to 
form secondary weather 
seal and air seal 

10ex
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New steel window as L10/311

Polyester powder 
coated cill with mastic 
sealant to full perimeter 

Existing concrete wall

Compriband TP600 or 
similar expanding strip to 
form secondary weather 
seal and air seal 

Reduced thickness MDF 
panelling to window jamb as 
required to suit window frame 
profile (panelling is not to over-
run edge of frame)

Flexible sealant at junction of 
panelling and window frame 

18mm veneered MDF 
panelling as K13/125 secret 
fixed to battens behind

Existing plaster retained

Jamb to be dresssed back 
locally as required to allow 
new boarding to run 
through to window frame

10ex
ex

Existing external lintel retained and 
repaired as required (extent of 
repair to be identified on closer 
inspection once scaffold is erected)

Existing plaster retained and 
made good as required up to 
ceiling level

Mastic sealant on backing rod

Compriband TP600 or 
similar expanding strip to 
form secondary weather 
seal and air seal 

Existing brickwork

New plaster patching 
as required

Flexible sealant at junction 
of plaster and window frame 

New steel window as L10/311

Decorative screen shown dotted

Polyester powder coated 
trim to head and jambs 

Level 03

22400
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New steel window as L10/311

Existing brick wall

Flexible sealant at junction of 
plaster and window frame 

Existing plaster retained

Low profile polyester powder 
coated cill bedded on a 
continuous strip of sealant

Assumed render finish to 
external face

Compriband TP600 or 
similar expanding strip to 
form secondary weather 
seal and air seal 

MDF cill 

Patch repair to existing 
plaster as required

Decorative screen 
shown dotted

Existing concrete cill 
section retained

Approx. 25
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Crittal Window Head Detail - Art Deco Facade
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Crittal Window Cill Detail - Art Deco Facade
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Crittal Window Jamb Detail - Art Deco Facade

1 : 5

Head Detail to Windows behind Decorative Screen

1 : 5

Cill Detail to Windows behind Decorative Screen
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NOTE:

WINDOW DETAILING SHOWN IS TO BE CONFIRMED 
WHEN FULL SCAFFOLD ACCESS IS AVAILABLE 
EXTERNALLY AND TEMPORARY BLOCKING UP OF 
WINDOW OPENINGS HAS BEEN REMOVED
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