
1045

5
2
0

1045

5
2
0

2
0

1
1
0

Dashed blue line denotes 
extent of canopy over

Stone cladding to 
specialist details, directly 
fixed to new blockwork

PPC aluminium flashing, 
RAL 7024

20mm shadow gap

Mitred corner to returns

B

A C

E

D F

14000

Profiled PPC fascia with 
painted feature bands to 
specialists details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

PPC fascia as part of 
canopy

15845 U/S Fascia

16185 U/S Fascia

16490 U/S Soffit panels

3
2
0

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

PPC flashing, RAL 7024

Main entrance door and 
spandrel panel over to 
specialist details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

PPC fascia to align with 
cassette panels above 
stone cladding beyond

PPC fascia as part of 
canopy

3
2
0

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

14000

50

confirm by site measure
255

PPC flashing, RAL 7024

Main entrance door and 
spandrel panel over to 
specialist details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

14000

PPC flashing, RAL 7024

Profiled PPC fascia with 
painted feature bands to 
specialists details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

3
2
0

15845

16185

3
2
0

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

14000

PPC flashing, RAL 7024

Main entrance door and 
spandrel panel over to 
specialist details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

15845 U/S Soffits

16185

50

PPC fascia to align with 
cassette panels above 
stone cladding beyond

3
2
0

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

2
4
5

5
0

PPC flashing, RAL 7024

Main entrance door and 
spandrel panel over to 
specialist details

Limestone cladding on 
mechanical fixings

Vitrolite OR bespoke 
glass bands on adhesive

Honed black slate tile on 
adhesive

PPC fascia as part of 
canopy

Profiled PPC fascia with 
painted feature bands to 
specialists details (in 
elevation beyond)

Project

Drawing Title

Project No. Drawing No.

This drawing is Copyright - Check all dimensions on site - Inform originator of any discrepancies - Work to figured dimensions only - Do not scale

Revision Description CheckerAuthor Date

Spaceworks
Benton Park Road

Newcastle upon Tyne
NE7 7LX

T: +44 (0)844 800 6660

www.spacearchitects.co.uk

File Reference:

Scale at A1Suitability Revision

P1

C:\Local RVT\07682-SPACE-ZZ-ZZ-M3-A-00-0001-2018_GBR_Local_Laptop.rvt

1 : 20

STOCKTON GLOBE

High Street Stone Cladding - Entrance Door Pillars

K00186 ZZ-00-DR-A-21-4002

K00186-SPACE-ZZ-00-DR-A-21-4002-P1

Elev EElev D Elev F

Elev B
1 : 20

Elev A Elev C

NOTE:
All dimensions are to be site checked prior to the manfucture of any stonework or 
fabrication of components

P1 First Issue GB DC 12.01.2021


	Sheets
	ZZ-00-DR-A-21-4002 - High Street Stone Cladding - Entrance Door Pillars


