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Insulated  new floor as
specification

Assumed foul drain 
route

Ex RWP and gulley 

Existing window removed cut bwk down 
install new door and side frame as spec

cut ex cavity wall insert
hyload dpc to link both cavities

Foundation and wall line to be
agreed with neighbour prior
to commencemnent

Insulated cavity wall as spec
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rty
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e

Ex window removed and reused in 
new extension new upvc window 
installed

New 65 diam upvc rwp into gulley 

new mic on new 100 diam drain connection 
saddled to ex carrier drain

100 mm svp on 100 diam drain
non return valve

upvc window

ex upvc door reused

Timber stud partition as spec
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                                          GENERAL NOTES

1. DO NOT SCALE FROM THIS DWG.

2. ALL DIMENSIONS ARE IN MM UNLESS STATED 
OTHERWISE. 

3. THIS DWG TO BE READ IN CONJUNCTION 
WITH ALL RELEVANT ARCHITECT AND 
ENGINEERS DRAWINGS

4. ALL DIMENSIONS SHOWN ON ANY DWG TO 
EXISTING STRUCTURES ARE APPROXIMATE 
AND THE CONTRACTOR IS TO OBTAIN ALL 
EXACT SITE DIMENSIONS NECESSARY TO 
CARRY OUT THE WORKS.

5. ALL SPECIALIST ITEMS TO BE USED IN 
ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

6. TEMPORARY PROTECTION SHALL BE 
PROVIDED TO PREVENT WATER
PENETRATION INTO ANY EXISTING 
STRUCTURES DURING THE WORKS.

7. THE CONTRACTOR SHOULD MAINTAIN THE 
STABILITY OF ALL EXISTING STRUCTURES 
WITHIN AND ADJACENT TO THE WORKS, AND 
OF ALL THE WORKS FROM THE DATE OF 
POSSESSION OF THE SITE UNTIL PRACTICAL 
COMPLETION OF THE WORKS. THE 
CONTRACTOR SHALL DESIGN, INSTALL AND 
MAINTAIN ALL NECESSARY TEMPORARY 
WORKS TO COMPLY WITH THE ABOVE.

8. THE CONTRACTOR SHALL BE RESPONSIBLE 
FOR ENSURING THAT SUFFICIENT
TOLERANCES ARE PROVIDED AND 
INTEGRATED THROUGHOUT ALL ELEMENTS 
OF THE WORKS. THE CONTRACTOR IS TO 
TAKE ACCOUNT OF TOLERANCES DETAILED
ELSEWHERE WHEN COMPLYING WITH THIS 
CLAUSE

9. THE CONTRACTOR IS TO USE THE    
                     SPECIFICATION ISSUED WITH THE  
                     CONSTRUCTION PACK ANY VARIATIONS ARE 
                     TO BE ARCHITECT APPROVED PRIOR TO 
                     CONSTRUCTION 

                   10.                  COPYRIGHT REMAINS WITH MARTIN 
                                          SPENCER ARCHITECTURE LLP 
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Proposed Ground floor plan

168

Proposed Single storey
Extensions at 28 Brierley Walk Mr  Shah

July 2020

Author

Checker
152 C

1 : 100
Level 01

No. Description Date

proposed party wall to replace
timber fence line to be agreed
with neighbouring No 26 
owner.

No 28 garage to be demolished.
Ensure No 26 remains structurally stable
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