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Breather membrane ——
Roof tiles

Tile battens
38mm batten

100x50 rafter ———— TRISO-SUPER 10+
25mm batten

HControl Reflex+ ————— 12.5mm plasterboard

New build and total refurbishment / conversion
TRISO-SUPER 10+ with HControl Reflex+ = 0.18W/m?K U-value
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Thickness 35 4/3mm EnB2
Equvlert o 210mm of minaral
Thermal prformance. e i BR001
Enishity 005 prEN 16012
Airpermestity Aitigh: EN 12114
Water vepour resistanca 2> 500MN./g" EN 131
. EN 1028 method A
\Weterresitance w EN 138581 § 523 En
Surface weight = 738g/me
Fr o reaction Euroclassa F EN 135011
Tonsie strength
Longiudinal = B0 NSOmm
EN 123111
Trnsvrsal = 400N50mm
Nl tr resistance.
Longiudinal = a00n
EN 123101

= 450N
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| Data — Flemish 401

Minimum roof pitch B3
Headiap @ mm

Batten spacing (ed gavge) 300mm

Size o tie 368x208 mm
Covering capacity 6.6 tes per m?
Cover width 01 mm

Profile depth 62mm

Hanging length 33mm
Weight as laid 48 1kgperm®
‘Weight per 1000 (including pallet & packaging) | 2.61 tonnes
Weight per tile 26k

‘Weight per pallet (including palet & packaging) | 1.253 tonnes
‘Quantity per pallet 280

Battens per m® 33%m

Batten size - up to 450 mm rafter centres 3B x25mm
Batten size - up to 600 mm rafter centres 50x25mm

Nailsize/type for tles

553535 mom oo ing shank cout ead

Nailsize/type fo tile clips

653335 mom oo g shank cout ead
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