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GROUND FLOOR 
WALL JUNCTION WITH EXISTING HOUSE.

RWP
WALL TIES AS REQUIRED TO 
CONNECT EXISTING 
BRICKWORK WITH NEW 
SHUTTERED CONCRETE.

FULLY INSULATED WITH RW5 
STUDWORK FORMED IN 
95x45mm STUDS AT 400mm 
CENTRES. INTERNAL FINISH 
WITH 12.5mm PLASTERBOARD 
AND 2.5mm SETTING COAT.  
SETTING COAT TO RUN FLUSH 
WITH RENOVATION PLASTER 
USED TO FINISH EXISTING 
MASONRY WALLS.

300mm REINFORCED 
CONCRETE WALL.  REFER TO 
ENGINEERS DETAILS FOR 
FURTHER DETAILS ON 
REINFORCING.
DELTA MEMBRANE 
WATERPROOFING SYSTEM.

RWP ENTERNAL TO TAKE 
EXISTING ROOF.

SOIL PIPE FROM MASTER 
ENSUITE.
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FIRST FLOOR 
CORNER JUNCTION TO EXISTING HOUSE.

12.5mm PLASTERBOARD WITH 
2.5mm SETTING COAT.

CORTEN PANEL SYSTEM.

30mm INTERNAL RIGID 
PLASTERBOARD - TO BE 
FULLY TAPED ON ALL EDGES.

200mm STUDWORK WALL TO 
INFILLED WITH 200mm 
ROCKWOOL RW4 OR SIMILAR 
EQUIVALENT TO BE 
CONFIRMED.

18mm WBP PLY SHEETING WITH 
SINGLE PLY MEMBRANE 
ADHERED TO THE OUTSIDE 
FACE TO WATERPROOF THE 
STRUCTURE. ALLOW FOR 
CAPPING OVER THE FIXINGS 
FOR WATERPROOFING.

NEW OPENINGS IN EXISTING 
MASONRY WALLS TO BE 
FINSHED WITH RENOVATION 
PLASTER, SKIM COAT TO 
ALIGN WITH THE NEW 
EXTENSION FINISHED 
PLASTERBOARDED WALL. 
ALLOW FOR RESUPPORTING 
AND CUTTING BACK AS 
REQUIRED.
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CORTEN RETURN SEALED 
BEHIND WITH MASTIC BETWEEN 
WEATHERPROOFING AND 
ALUMINIUM WINDOWS.

ALUMINIUM SLIDING DOOR 
DETAIL. TO BE INSTALLED BE 
SPECIALIST 
SUBCONTRACTOR.

CORTEN PANEL SYSTEM.

EXTERNAL DECKING DETAIL 
DESCRIBED IN SECTION.

THREE TRACK SLIDING DOOR 
SYSTEM.

INTERNAL FINISH 30mm RIGID 
INSULATION, 12.5mm 
PLASTERBOARD, 2.5mm 
SETTING COAT.

EXISTING BRICKWORK TO 
RECEIVE DOT AND DAB 
PLASTERBOARDING WHERE 
WALLS ARE NOW INTERNAL.

ALLOW FOR SECRET FIXING 
INTO EXISTING MASONRY 
WALL. CORTEN FINISH ANGLE 
TO BE DETAILED BY 
CLADDING SUBCONTRACTOR.
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FIRST FLOOR 
SLIDING DOOR @ JAMB 
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FIRST FLOOR 
VALLEY GUTTER @ WALL JUNCTION 

EXISTING MASONRY WALLS 
TO BE FINISHED IN 
RENOVATION PLASTER.

CORTEN PANEL SYSTEM.

STEELWORK TO BE FIXED TO 
EXISTING MASONRY WALL.  
STEELWORK CONNECTION 
DETAILS REFER TO 
ENGINEERS DRAWINGS.

PACK STEELWORK AS 
REQUIRED FOR FIXING. NEW 
ROOF RAFTERS TO COME 
INTO STEEL BEAM AND BE 
CUT INTO WITH NOGGINS 
BETWEEN AS REQUIRED., 
STRAPPED AND JOINED AS 
DESCRIBED IN ENGINEERS 
DETAILS

VALLEY GUTTER FORMED IN 
18mm WDP PLY AND FINISHED 
IN EPDM OR OTHER SIMILAR 
SINGLE PLY MEMBRANE. 
UPSTAND TO EXISTING 
BRICKWORK TO BE A MINIMUM 
OF 150mm.
VALLEY TO BE LAID AT 1:80 
FALL TO DOWNPIPE.

ASSUMED SOME SORT OF 
INSULATION BETWEEN 
RAFTERS.  ALLOW TO 
REMOVE AND  REPLACE WITH 
RW4 ROCKWOOL INSULATION 
OR SIMILAR ALTERNATIVE.

EXISTING RAFTERS TO BE CUT 
AND FIXED USING WALL 
STRAPS.  ALLOW FOR 
NOGGINS WHERE POSSIBLE.

EXISTING MASONRY WALL TO 
BE FINISHED IN RENOVATION 
PLASTER. 

CORTEN PANEL SYSTEM ON 
STAINLESS STEEL HANGING 
SYSTEM.  ALLOW FOR TIGHT 
FIXINGS WITH WEATHERTIGHT 
SEALS INTO THE SARNAFIL 
SINGLE PLY MEMBRANE 
FULLY ADHERED ONTO THE 
18mm WBP PLYWOOD 
SHEETING.

STEELWORK TO BE FIXED TO 
EXISTING MASONRY WALL.  
STEELWORK CONNECTION 
DETAILS REFER TO 
ENGINEERS DRAWINGS.

PACK STEELWORK AS 
REQUIRED FOR FIXING. NEW 
ROOF RAFTERS TO BE FIXED 
IN JIFFY HANGERS, STRAPPED 
AND JOINED AS DESCRIBED 
IN ENGINEERS DETAILS

VALLEY GUTTER FORMED IN 
18mm WDP PLY AND FINISHED 
IN SARNAFIL OR OTHER 
SIMILAR SINGLE PLY 
MEMBRANE. UPSTAND TO 
EXISTING BRICKWORK TO BE 
A MINIMUM OF 150mm.
VALLEY TO BE LAID AT 1:80 
FALL TO DOWNPIPE.

OPEN EDGE DETAIL TO 
ALLOW FOR AIR MOVEMENT.

STEEL FRAMEWORK WITH 
200x50 C24 SW RAFTERS AT 
400mm c/c.  200mm RW5 
INSULATION TO INFILL TIGHTLY 
BETWEEN RAFTERS. 
INTERNALLY INSULATE WITH 
30mm RIGID INSULATION AND 
12.5mm TEN PLASTERBOARD 
AND 2.5mm SETTING COAT. 
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FIRST FLOOR 
VALLEY GUTTER @ WALL JUNCTION 


