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EXISTING ELEVATION

Existing retro-applied paint finish and UPVC
cladding to faience to be removed using
suitable paint remover. Faience then to be
washed down to whole facade by hand or
hot water pressure washer.

T =1

|

|
|

Roof to bay to be assessed for condition

and replaced with new GRP roof finish
installed to manufacturers recommendations.
Drainage outlets to be checked for blockages
and made good / replaced where required.

Existing render removed from
central panel and rerendered
with K-rend, colour TBC.

Anodized Aluminium double
glazed window frames colour
TBC.

Steel lintel to be assesed for suitability
for retention by Structural Engineer.

Existing render removed from
central panel and rerendered
with K-rend, colour TBC.

Anodized Aluminium double
glazed window frames colour
TBC.

Anodized aluminium signage zone, colour
TBC.

Signage under separate application by
Client.

Existing retro-applied paint finish and tiles to
faience to be removed using suitable paint
remover. Faience then to be washed down
to whole facade by hand or hot water
pressure washer.

Existing recessed facade to be brought to
face of shop front.

Anodized Aluminium window frames, colour
TBC with laminated glass, thickness to
manufacturers spec

PROPOSED ELEVATION

- Contractors to ascertain suitability of existing structure to receive new shop front upon commencement or prior to commencement of work on site.
- Contractor to ascertain if roof requires to be replaced to ground floor shop front with GRP covering and any structure made good. Roof recessed behind shop front facade with integral drainage.

- Existing white painted timber windows and UPVC windows to first and second floor to Topping Street elevation be replaced with Anodised Aluminium windows, colour TBC.

Om 5m

New insulated cavity wall upstand to be
rendered in K-rend colour TBC.

10m

This drawing must not be scaled. Discrepancies
are to be reported to the Architect immediately. All
dimensions are approximate and are to be checked
on site. All information to be subject to site surveys,
This drawing, or any portion of it must not be
reproduced without prior consent from the

Architect.
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