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Notes

- Drawing copyright of Ross Davy Associates

- Used figured dimensions only, do not scale from this drawing

- All materials specified are to be used in strict accordance with manufacturers written instructions and current codes of practice.

- Should the project fall under the scope of the Equality Act, Party Wall Act or  the CDM Regulations, it is the Employer's responsibility
to initiate the following:
  -  Disabled Access Audits
  -  Party Wall Notices and Surveys (If required)
  -  Pre-Construction Health and Safety Plan

- These drawings are to be considered as Preliminary and for Information only until  technical approval has been obtained from the
relevant Local Authority/Approved  Consultant.  Commencement of work on site prior to these approvals is at the Clients/Contractors
risk.

Inspections and Surveys

Where elements of the construction are not visible during the survey, it is the contractors responsibility to identify structural elements
such as floor joist spans and supporting structures, prior to any demolition works and inform client / architectural consultant.
Additional works may therefore be necessary.  Our survey does not include any destructive investigation.
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Proposed Internal Alterations
Manor House, Main Road, Saltfleet
Louth, LN11 7TL
For Mr and Mrs Parr

PROPOSED GENERAL ARRANGEMENT
ELEVATIONS AND SECTIONS

APS 1:50.
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Typical Section

East Elevation
Scale - 1:50

West Elevation
Scale - 1:50

Conservation roof light by the
'Roof Light Company'

'Juliet' balcony in 20mm
square section steel tube
with laminated glass
panel to rear face.

Code 4 lead cheeks to
side of 'cat slide' roof

Matching natural clay
pantile roof finish to 'Cat
Slide' roof

Existing stable door to be
retained

Existing timber lintel to be
retained with new floor joists
over (independently
structurally supported).

Existing stable door to be
retained

New cast iron spiral stair
flight leading to first floor
mezzanine level.

Conservation roof light by the
'Roof Light Company' (to act as
an escape window).

Existing opening made
structurally secure with new
internal box lintel and external
oak beam.
Internal wall face to receive
insulated plasterboard dry
lining to external walls.

Existing roof structure retained
with purlins and ties exposed.
Underside of rafters
underdrawn with plasterboard
with insulated void

'Juliet' balcony in 20mm
square section steel tube
with laminated glass
panel to rear face.

Code 4 lead cheeks to
side of 'cat slide' roof

Matching natural clay
pantile roof finish to 'Cat
Slide' roof

New window in new opening .
Heritage 4/6/4 glazing with
leading to external face.
Opening top and bottom lights
with fixed mullion to one
opening light.

New window in new opening .
Heritage 4/6/4 glazing with
leading to external face.
Opening top and bottom lights
with fixed mullion to one
opening light.

New roof structure locally
to reinforce existing roof
structure on line of new
'cat slide' roof structure

New bedroom (former
office) internally
refurbished. New built in
wardrobes within existing
niches either side of
chimney stack. Panelled
over in recent years.

New En-suite structure
built in timber stud
framing off existing floor
and up to underside of
existing ceiling with
minimal disturbance to
existing structure.

All drainage from en-suite
to be via macerator
located behind W.C. built
into existing niche.
Drainage runs to be small
dia inserted within
existing floor void and
connected to existing
stack.
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