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Notes

- Drawing copyright of Ross Davy Associates

- Used figured dimensions only, do not scale from this drawing

- All materials specified are to be used in strict accordance with manufacturers written instructions and current codes of practice.

- Should the project fall under the scope of the Equality Act, Party Wall Act or  the CDM Regulations, it is the Employer's responsibility
to initiate the following:
  -  Disabled Access Audits
  -  Party Wall Notices and Surveys (If required)
  -  Pre-Construction Health and Safety Plan

- These drawings are to be considered as Preliminary and for Information only until  technical approval has been obtained from the
relevant Local Authority/Approved  Consultant.  Commencement of work on site prior to these approvals is at the Clients/Contractors
risk.

Inspections and Surveys

Where elements of the construction are not visible during the survey, it is the contractors responsibility to identify structural elements
such as floor joist spans and supporting structures, prior to any demolition works and inform client / architectural consultant.
Additional works may therefore be necessary.  Our survey does not include any destructive investigation.
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Proposed Internal Alterations
Manor House, Main Road, Saltfleet
Louth, LN11 7TL
For Mr and Mrs Parr

PROPOSED GENERAL ARRANGEMENT
DOOR AND WINDOW SCHEDULE

APS 1:50.

21.10.2020.

RD:4749 / 06FO
R

 A
P

P
R

O
V

A
LFW.01.

New window in new opening .
Heritage 4/6/4 glazing with
leading to external face.
Opening top and bottom lights
with fixed mullion to one
opening light.

Ex. 75 x 100mm S.W.
head frame.

Ex. 50 x 75mm S.W.
rebated top casement rail.

Ex. 75 x 100mm S.W.
frame post.

Ex. 100 x 150mm H.W.
mid rail.

Ex. 50 x 100mm S.W.
rebated bottom casement
rail.

Typical Section 1:5

Ex. 75 x 150mm S.W.
head frame.

Ex. 75 x 150mm S.W.
door head.

Ex. 50 x 75mm H.W.
weather bar.

Ex. 75 x 200mm S.W.
rebated bottom rail.

Typical Plan1:5

FW.01.

GD.01.

GW.01.

GW.02.

GW.02.

GD.01.

GW.01.

FW.01.

GD.01.

GW.01. GW.02.

RL.01.

RL.01.

Plan - FW.01. Plan - GD.01. Plan - GW.01. Plan - GW.02.

FW.01.

Ex. 50 x 75mm S.W.
rebated bottom casement
rail.

Ex. 75 x 175mm H.W.
sill.

Ex. 50 x 100mm S.W.
rebated bottom casement
rail.

New Bi-Fold door in reinstated
opening. 25mm sealed double
glazed units.
Opening / sliding mechanism
to top and bottom rails.

Existing opening made
structurally secure with new
internal box lintel and external
oak beam.
Internal wall face to receive
insulated plasterboard dry
lining to external walls.

Ex. 75 x 100mm S.W.
head frame.

Ex. 50 x 75mm S.W.
rebated top casement rail.

Ex. 50 x 75mm S.W.
rebated bottom casement
rail.

Ex. 75 x 175mm H.W.
sill.

New window in existing
opening . Heritage 4/6/4
glazing with leading to external
face.
Opening top light.

Horizontal (Yorkshire) sliding
sash window..
Head , jamb and cill to be fully
draught sealed.
Heritage 4/6/4 glazing

Ex. 50 x 75 / 100mm S.W.
rebated bottom rail.

Ex. 50 x 25mm S.W.  bead.

Ex. 100 x 200mm Oak  cill.

Ex. 50 x 50mm S.W.  rebated
top rail.

Ex. 25 x 38mm S.W.  staff
bead.

Ex. 32 x 125mm S.W.

Ex. 12 x 25mm S.W.  parting
bead.

Ex. 25 x 125mm S.W.

Ex. 75 x 100mm S.W.
jamb frame.

Ex. 50 x 75mm S.W.
rebated stile rail.

Ex. 100 x 150mm H.W.
mid rail.

Ex. 75 x 150mm S.W.
door stile.

Ex. 75 x 150mm S.W.
jamb.

Ex. 75 x 150mm S.W.
door stile.

Ex. 75 x 100mm S.W.
jamb.

Ex. 50 x 75mm S.W.
rebated stile

Ex. 32 x 125mm S.W.

Ex. 50 x 50mm S.W.  rebated
top rail.

Ex. 32 x 125mm S.W.

Code 4 lead cheeks to
side of 'cat slide' roof

Matching natural clay
pantile roof finish to 'Cat
Slide' roof

'Juliet' balcony in 20mm
square section steel tube
with laminated glass
panel to rear face.

'Juliet' balcony in 20mm
square section steel tube
with laminated glass
panel to rear face.

Code 4 lead cheeks to
side of 'cat slide' roof

Matching natural clay
pantile roof finish to 'Cat
Slide' roof

Existing opening made
structurally secure with new
internal box lintel and external
oak beam.
Internal wall face to receive
insulated plasterboard dry
lining to external walls.

New Bi-Fold door in reinstated
opening. 25mm sealed double
glazed units.
Opening / sliding mechanism
to top and bottom rails.

New window in new opening .
Heritage 4/6/4 glazing with
leading to external face.
Opening top and bottom lights
with fixed mullion to one
opening light.
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