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Product Information

PUHZ-(H)W50 / PUHZ-W85/112VAA(-BS)

PUHZ-HW140VHA2(-BS)/YHA2(-BS)
Ecodan Monobloc Standalone
Air Source Heat Pumps

Making a
World of
Difference

HEAT PUMP SPAGE ErP Rating Ast At+
HEATER - 55°C n. 127% 137% 133% 126% 126%
SCOP 3.25 3.50 3.40 3.22 322
HEAT PUMP SPACE ErP Rating At A++ A+t A++ A+t
HEATER - 35°C N. 162% 171% 170% 157% 157%
SCOP 412 435 4.34 3.99 3.59
HEAT PUMP COMBINATION ErP Rating A A2 A A A
HEATER - Large Profile’ Man 99% 104% 100% 96% 96%
HEATING? [ Capacity (kW) 13 8.3 1.0 14.0 14.0
(A-3/W35) Power Input (kW) 1.83 2.86 3.73 4.81 4.81
COP 2.95 2.90 2.95 2.91 2.91
QOPERATING AMBIENT TEMPERATURE (°C DB) -15 ~ +35°C -20 ~ +35°C -20 ~ +35°C -25 ~ +35°C -25 ~ +35°C
SOUND DATA Pressure Level at 1m (dBA)® 25 45 a7 53 53
Power Level (dBA)" &1 58 50 855 575
WATER DATA Pipework Size (mm) 22 28 28 28 28
Flow Rate (/min) 14.3 - 25.8 321 40.1 40.1
Water Pressure Drop (kPa) 12 16.1 24.4 9 9
DIMENSIONS (mm)® Width 950 1050 1050 1020 1020
Depth 330+30° 480 480 330+30* 330+30°
Height 740 1020 1020 1350 1350
WEIGHT (kg) 64 97 118 134 148
ELECTRICAL DATA Electrical Supply 220-240v, 50Hz 220-240v, 50Hz 220-240v, 50Hz 220-240v, 50Hz 380-415v, 50Hz
Phase Single Single Single Single 3
Nominal Running Current [MAX] (3] 5.4 [13] 9.1 [22.0] 10.9 [28.0] 14.9 [35] 5.1013]
Fuse Rating - MCB Sizes (A)7 16 25 32 16
?g@i%ﬂjmf?&?%f ka) | R410a (@WP 2088) 17735 2.4/5.01 3.3/6.89 43/90

1 Combination with EHPT20X-MHCW Cylinder

*2 Under nommal heating conditions at outdoor temp: -3°CDB / -4°CWB, outiet water temp 35°C, inlet waler temp 30°C.

3 Under normal heating conditions at outdoor temp: 7°CD8 / 6°CWB, outlet water temp 35°C, inlet water temp 30°C as tested to BS EN14511.

“4 Sound power level tested to BS EN12102.

*5 Grile. 6 Flow Ternperature Contraller (FTC) for standsalone systems PAC-JF062B-E Dimensions WxDxH (mm) - 520x150x450  *7 MCB Sizes BS EN608SE-2 & BS ENB034T-2.

NLis the seasonal space healing energy efficiency (SSHEE) Nl is the water heating energy efficiency
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ELECTRIC & ¥ Green °
Changes for the Better g / G ate Way
Telephone: 01707 282880 sy mitsubishielectricea.uk
emazll: heating@meuk.mee.com mmitman
web: les.mitsubishielectric.co.uk
UNITED KINGDOM Mitsubishi Electric Europe Living Environment Systems Division Follow us @meuk_Jss
Travellers Lane, Hatfield, Hertfordshire, AL10 8XB, England General Enquiries Telephone: 01707 282880 Fax: 01707 278881 '] Follow us @green_gateway
IRELAND Mitsubishi Electric Europe Westgate Business Park, Ballymount, Dublin 24, Ireland Mitsubishi Electric
Telephone: Dublin (01) 419 8800 Fax: Dublin (01) 419 8830 Internaticnal code: (003531) . Living Environmental Systems UK
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