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Kent
Published 1936
Source map scale - 1:10,560
The historical maps shown were reproduced from maps predominantly held 
at the scale adopted for England, Wales and Scotland in the 1840`s. In 1854 
the 1:2,500 scale was adopted for mapping urban areas; these maps were 
used to update the 1:10,560 maps. The published date given therefore is 
often some years later than the surveyed date. Before 1938, all OS maps 
were based on the Cassini Projection, with independent surveys of a single 
county or group of counties, giving rise to significant inaccuracies in outlying 
areas. In the late 1940`s, a Provisional Edition was produced, which updated 
the 1:10,560 mapping from a number of sources. The maps appear 
unfinished - with all military camps and other strategic sites removed. These 
maps were initially overprinted with the National Grid. In 1970, the first 
1:10,000 maps were produced using the Transverse Mercator Projection. The
revision process continued until recently, with new editions appearing every 
10 years or so for urban areas.
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Historical Aerial Photography
Published 1947
Source map scale - 1:10,560
The Historical Aerial Photos were produced by the Ordnance Survey at a 
scale of 1:1,250 and 1:10,560 from Air Force photography. They were 
produced between 1944 and 1951 as an interim measure, pending 
preparation of conventional mapping, due to post war resource shortages.  
New security measures in the 1950's meant that every photograph was re-
checked for potentially unsafe information with security sites replaced by fake 
fields or clouds.  The original editions were withdrawn and only later made 
available after a period of fifty years although due to the accuracy of the 
editing, without viewing both revisions it is not easy to spot the edits.  Where 
available Landmark have included both revisions.
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Ordnance Survey Plan
Published 1961
Source map scale - 1:10,000
The historical maps shown were reproduced from maps predominantly held 
at the scale adopted for England, Wales and Scotland in the 1840`s. In 1854 
the 1:2,500 scale was adopted for mapping urban areas; these maps were 
used to update the 1:10,560 maps. The published date given therefore is 
often some years later than the surveyed date. Before 1938, all OS maps 
were based on the Cassini Projection, with independent surveys of a single 
county or group of counties, giving rise to significant inaccuracies in outlying 
areas. In the late 1940`s, a Provisional Edition was produced, which updated 
the 1:10,560 mapping from a number of sources. The maps appear 
unfinished - with all military camps and other strategic sites removed. These 
maps were initially overprinted with the National Grid. In 1970, the first 
1:10,000 maps were produced using the Transverse Mercator Projection. The
revision process continued until recently, with new editions appearing every 
10 years or so for urban areas.
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Ordnance Survey Plan
Published 1965 - 1967
Source map scale - 1:10,000
The historical maps shown were reproduced from maps predominantly held 
at the scale adopted for England, Wales and Scotland in the 1840`s. In 1854 
the 1:2,500 scale was adopted for mapping urban areas; these maps were 
used to update the 1:10,560 maps. The published date given therefore is 
often some years later than the surveyed date. Before 1938, all OS maps 
were based on the Cassini Projection, with independent surveys of a single 
county or group of counties, giving rise to significant inaccuracies in outlying 
areas. In the late 1940`s, a Provisional Edition was produced, which updated 
the 1:10,560 mapping from a number of sources. The maps appear 
unfinished - with all military camps and other strategic sites removed. These 
maps were initially overprinted with the National Grid. In 1970, the first 
1:10,000 maps were produced using the Transverse Mercator Projection. The
revision process continued until recently, with new editions appearing every 
10 years or so for urban areas.
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Ordnance Survey Plan
Published 1975 - 1978
Source map scale - 1:10,000
The historical maps shown were reproduced from maps predominantly held 
at the scale adopted for England, Wales and Scotland in the 1840`s. In 1854 
the 1:2,500 scale was adopted for mapping urban areas; these maps were 
used to update the 1:10,560 maps. The published date given therefore is 
often some years later than the surveyed date. Before 1938, all OS maps 
were based on the Cassini Projection, with independent surveys of a single 
county or group of counties, giving rise to significant inaccuracies in outlying 
areas. In the late 1940`s, a Provisional Edition was produced, which updated 
the 1:10,560 mapping from a number of sources. The maps appear 
unfinished - with all military camps and other strategic sites removed. These 
maps were initially overprinted with the National Grid. In 1970, the first 
1:10,000 maps were produced using the Transverse Mercator Projection. The
revision process continued until recently, with new editions appearing every 
10 years or so for urban areas.
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10k Raster Mapping
Published 1999
Source map scale - 1:10,000
The historical maps shown were produced from the Ordnance Survey`s 
1:10,000 colour raster mapping. These maps are derived from Landplan 
which replaced the old 1:10,000 maps originally published in 1970. The data 
is highly detailed showing buildings, fences and field boundaries as well as all
roads, tracks and paths. Road names are also included together with the 
relevant road number and classification. Boundary information depiction 
includes county, unitary authority, district, civil parish and constituency.
 
 
 
 
 
 
 
 
 
 
 
 

Historical Map - Slice A

Map Name(s) and Date(s)



Order Details

Site Details
Barn at Woodside House, Rectory Road, Ash, Sevenoaks, 
Kent, TN15 7EX

Order Number:
Customer Ref:
National Grid Reference:
Slice:
Site Area (Ha):
Search Buffer (m):

176877836_1_1
2323
562020, 164460
A
0.03
1000

Tel:
Fax:
Web:

0844 844 9952
0844 844 9951
www.envirocheck.co.uk

Page 15 of 16A Landmark Information Group Service   v50.0    15-Aug-2018

10k Raster Mapping
Published 2006
Source map scale - 1:10,000
The historical maps shown were produced from the Ordnance Survey`s 
1:10,000 colour raster mapping. These maps are derived from Landplan 
which replaced the old 1:10,000 maps originally published in 1970. The data 
is highly detailed showing buildings, fences and field boundaries as well as all
roads, tracks and paths. Road names are also included together with the 
relevant road number and classification. Boundary information depiction 
includes county, unitary authority, district, civil parish and constituency.
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VectorMap Local
Published 2018
Source map scale - 1:10,000
VectorMap Local (Raster) is Ordnance Survey's highest detailed 'backdrop' 
mapping product. These maps are produced from OS's VectorMap Local, a 
simple vector dataset at a nominal scale of 1:10,000, covering the whole of 
Great Britain, that has been designed for creating graphical mapping. OS 
VectorMap Local is derived from large-scale information surveyed at 1:1250 
scale (covering major towns and cities),1:2500 scale (smaller towns, villages 
and developed rural areas), and 1:10 000 scale (mountain, moorland and 
river estuary areas).
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APPENDIX D: 
HISTORIC 

BOREHOLE LOGS 



BGS ID: 625464 : BGS Reference: TQ66SW9
British National Grid (27700) : 561400,164880 

Report an issue with this borehole

<< < Prev Next > >>Page 3 of 10 

Page 1 of 1Page 3 | Borehole TQ66SW9 | Borehole Logs

24/10/2018http://scans.bgs.ac.uk/sobi_scans/boreholes/625464/images/12558590.html



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

APPENDIX E:  
NOTES ON 

LIMITATIONS 



 

 

 

LUSTRE CONSULTING, ENVIRONMENTAL AND GEOTECHNICAL CONSULTANCY SERVICES 
NOTES ON LIMITATIONS 

General 
Lustre Consulting have completed the attached report for the use of the Client detailed on the front cover 
and those parties to whom Lustre Consulting has agreed to provide and has provided an executed 
warranty agreement, or to whom an assignment of the benefit of this report has been agreed. 

Third parties are not entitled to use or rely upon the contents of the report unless written approval has 
been given by Lustre Consulting; (due to legal requirements, a charge may be levied as a condition of 
such approval, in which case approval shall not be effective unless and until such a charge has been 
paid in full). 

Lustre Consulting accepts no responsibility or liability for: 

a) any use of this report for any purpose or project other than that for which it was commissioned, 
and 

b) any use of this report by any third party to whom approval for use has not been given and any 
conditions applicable to such use have been met. 

Phase I Environmental Risk Assessments, Desk Studies and Site Audits 
The work completed and utilised to provide this report comprises a study of available documentation.  
The opinions and results presented in this report have been arrived at by utilising the finite amount of 
data available at the time of writing and are relevant only to the purpose for which the report was 
commissioned.  The data which has been reviewed should not be considered exhaustive and has been 
accepted in good faith as providing true and representative information pertaining to site conditions.  
Should additional information become available which may affect the opinions expressed in this report, 
Lustre Consulting reserves the right to review this information and, if warranted, to modify the opinions 
presented in the report accordingly. 

It should be noted that the risks which are identified in this report are perceived risks based on the 
available information at the time of writing and that the actual risks associated can only be assessed 
following a physical investigation of the site. 

Phase II Site Investigations 
The intrusive investigation has been completed to provide information concerning the type and degree 
of contamination present along with ground and groundwater conditions which facilitates a reasonable 
risk assessment to be completed.  The stated objectives of the ground investigation have been limited 
to assessing the proven risks which are associated with potential human targets, building materials, the 
environment (including adjacent land), and to surface water and groundwater. 

The amount of exploratory work, chemical testing and monitoring completed as part of this project has 
potentially been restricted by the short timescale available, and the locations of exploratory holes 
undertaken have potentially been restricted to areas unoccupied by buildings(s) and buried services.  A 
more comprehensive post demolition / decommission investigation may be required if the site is to be 
redeveloped.  For these reasons any costs included in relation to site remediation must be considered 
as tentative only at this time. 

The exploratory holes investigate only a small volume of the ground in relation to the size of the site and 
therefore, can only provide a “snap shot” or general indication of ground conditions located on the site.  
The fact that the site has been investigated does not preclude the existence of localised “hotspots” of 
contamination where concentrations may be significantly higher than those actually encountered. 

The risk assessment and opinions provided in this report take into account currently available guidance 
values relating to acceptable contamination concentrates; no liability can be accepted for the 
retrospective effects of any future changes or amendments to these values. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


