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POLYESTER POWDER COATED ALUMINIUM
CLADDING SHEETS TO THE FASCIA ARE TO BE
FINISHED IN GREY RAL 7016. CLADDING TO
BE SECURED TO THE FRAMEWORK BEHIND
IN ACCORDANCE WITH THE SPECIALIST
CLADDING SUB-CONTRACTORS DETAILS

SHS STEELWORK COLUMNS TO BE IN
ACCORDANCE WITH THE STRUCTURAL ENGINEERS
DETAILS. ALL COLUMNS AND OTHER STEELWORK
MEMBERS ARE TO HAVE A GALVANISED FINISH

PROPOSED NEW FEATURE LIGHT BOX WITH
INTEGRATED GLOW LINE TO BE FIXED
THROUGH THE CLADDING FASCIA INTO THE
'C' CHANNEL SUPPORT STRUCTURE BEHIND
ALL IN ACCORDANCE WITH THE SIGNAGE
SPECIALIST AND STRUCTURAL ENGINEERS
SUPPORT DETAILS

MM10 CORRUGATED UNDERLING SOFFIT
CLADDING SHEETS FIXED TO THE PURLINS ABOVE
IN ACCORDANCE WITH THE SPECIALIST CLADDING
SUB-CONTRACTORS DETAILS. SOFFIT CLADDING TO
BE FINISHED IN GREY RAL 7016

VERGE FLASHING TO BE A CONTINUATION OF THE
FASCIA AND BE FINISHED IN GREY RAL 7016

PRE-FINISHED PROFILED METAL ROOF CLADDING SHEETS,
COLOUR TO BE RAL 7016. ROOF SHEETS TO BE FIXED TO PURLINS
BELOW IN ACCORDANCE WITH THE SPECIALIST CLADDING
SUB-CONTRACTORS DETAILS. ALL FLASHINGS AND TRIMS, ETC.
ARE TO BE POLYESTER POWDER COATED IN RAL 7016

ROOF SUPPORT PURLINS TO BE FIXED TO
STEELWORK IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS PROPOSED NEW FEATURE LIGHT

BOX WITH INTEGRATED GLOW
LINE TO BE FIXED THROUGH THE
CLADDING FASCIA INTO
SUPPORT STRUCTURE BEHIND
ALL IN ACCORDANCE WITH
ASHLEIGH SIGNS DETAILS

POLYESTER POWDER COATED
ALUMINIUM CLADDING SHEETS TO THE
FASCIA ARE TO BE FINISHED IN GREY
RAL 7016. CLADDING TO BE SECURED
TO THE FRAMEWORK BEHIND IN
ACCORDANCE WITH THE SPECIALIST
CLADDING SUB-CONTRACTORS DETAILS

VERGE FLASHING TO BE A
CONTINUATION OF THE FASCIA
AND BE FINISHED IN GREY RAL 7016

SHS STEELWORK COLUMNS TO BE
IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS.
ALL COLUMNS AND OTHER
STEELWORK MEMBERS ARE TO
HAVE A GALVANISED FINISH

WAIT HERE SIGN AND NO ENTRY
SIGN FIXED TO CANOPY STEELWORK

AHEAD ONLY SIGN FIXED
TO CANOPY STEELWORK
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FOUNDATIONS SHOWN ARE INDICATIVE
ONLY AND ARE TO BE IN ACCORDANCE
WITH THE STRUCTURAL ENGINEERS DETAILS

EXTERNAL SURFACE FINISHES ARE
TO BE TARMAC IN ACCORDANCE
WITH THE STRUCTURAL
ENGINEERS SPECIFICATIONS

75mm SQUARE BOX SECTION GALVANISED
RAINWATER DOWN PIPES TO BE
INSTALLED AT COLUMN LOCATIONS

STRUCTURAL
ENGINEER TO NOTE
REQUIREMENT FOR 'C'
SECTION SUPPORT
CHANNEL BEHIND
FASCIA (REFER TO
MODEL INFORMATION
FOR FURTHER DETAILS)

PRESSED METAL GUTTER TO BE IN ACCORDANCE WITH
THE SPECIALIST CLADDING SUB-CONTRACTORS DETAILS

SOFFIT SUPPORT PURLINS TO BE
HUNG FROM STEELWORK ABOVE
IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS

ALL STEELWORK IS TO BE IN
ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS

MOBILE CHECK IN SIGNAGE SHOWN
IS TO BE IN ACCORDANCE WITH THE
SIGNAGE SPECIALISTS DETAILS

MOBILE CHECK IN SIGNAGE IS TO BE
IN ACCORDANCE WITH THE
SIGNAGE SPECIALISTS DETAILS

STRUCTURAL ENGINEER TO NOTE
REQUIREMENT FOR 'C' SECTION
SUPPORT CHANNEL BEHIND FASCIA
(REFER TO MODEL INFORMATION FOR
FURTHER DETAILS)

VERTICAL STEELWORK RAILS TO BE 100mm
SHS WITH GALVANISED FINISH TO FORM
SIGNAGE ZONE AND NO ENTRY DETERENT
FROM THE SIDE OF THE CANOPY
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POLYESTER POWDER COATED ALUMINIUM
CLADDING SHEETS TO THE FASCIA ARE TO BE
FINISHED IN GREY RAL 7016. CLADDING TO
BE SECURED TO THE FRAMEWORK BEHIND
IN ACCORDANCE WITH THE SPECIALIST
CLADDING SUB-CONTRACTORS DETAILS

SHS STEELWORK COLUMNS TO BE IN
ACCORDANCE WITH THE STRUCTURAL ENGINEERS
DETAILS. ALL COLUMNS AND OTHER STEELWORK
MEMBERS ARE TO HAVE A GALVANISED FINISH

PROPOSED NEW FEATURE LIGHT BOX WITH
INTEGRATED GLOW LINE TO BE FIXED
THROUGH THE CLADDING FASCIA INTO THE
'C' CHANNEL SUPPORT STRUCTURE BEHIND
ALL IN ACCORDANCE WITH THE SIGNAGE
SPECIALIST AND STRUCTURAL ENGINEERS
SUPPORT DETAILS

STRUCTURAL
ENGINEER TO NOTE
REQUIREMENT FOR 'C'
SECTION SUPPORT
CHANNEL BEHIND
FASCIA (REFER TO
MODEL INFORMATION
FOR FURTHER DETAILS)

VERGE FLASHING TO BE A CONTINUATION OF THE
FASCIA AND BE FINISHED IN GREY RAL 7016

PRE-FINISHED PROFILED METAL ROOF CLADDING SHEETS,
COLOUR TO BE RAL 7016. ROOF SHEETS TO BE FIXED TO PURLINS
BELOW IN ACCORDANCE WITH THE SPECIALIST CLADDING
SUB-CONTRACTORS DETAILS. ALL FLASHINGS AND TRIMS, ETC.
ARE TO BE POLYESTER POWDER COATED IN RAL 7016

FOUNDATIONS SHOWN ARE INDICATIVE
ONLY AND ARE TO BE IN ACCORDANCE
WITH THE STRUCTURAL ENGINEERS DETAILS

MM10 CORRUGATED UNDERLING SOFFIT
CLADDING SHEETS FIXED TO THE PURLINS ABOVE
IN ACCORDANCE WITH THE SPECIALIST CLADDING
SUB-CONTRACTORS DETAILS. SOFFIT CLADDING TO
BE FINISHED IN GREY RAL 7016

EXTERNAL SURFACE FINISHES ARE
TO BE TARMAC IN ACCORDANCE
WITH THE STRUCTURAL
ENGINEERS SPECIFICATIONS

MOBILE CHECK IN SIGNAGE SHOWN
IS TO BE IN ACCORDANCE WITH THE
SIGNAGE SPECIALISTS DETAILS

HORIZONTAL STEELWORK RAILS TO BE
100mm SHS WITH GALVANISED FINISH TO
FORM SIGNAGE ZONE AND NO ENTRY
DETERENT FROM THE SIDE OF THE CANOPY

WAIT HERE SIGN AND NO ENTRY
SIGN FIXED TO CANOPY STEELWORK

ROOF SUPPORT PURLINS TO BE FIXED TO
STEELWORK IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS PROPOSED NEW FEATURE LIGHT

BOX WITH INTEGRATED GLOW
LINE TO BE FIXED THROUGH THE
CLADDING FASCIA INTO
SUPPORT STRUCTURE BEHIND
ALL IN ACCORDANCE WITH
ASHLEIGH SIGNS DETAILS

POLYESTER POWDER COATED
ALUMINIUM CLADDING SHEETS TO THE
FASCIA ARE TO BE FINISHED IN GREY
RAL 7016. CLADDING TO BE SECURED
TO THE FRAMEWORK BEHIND IN
ACCORDANCE WITH THE SPECIALIST
CLADDING SUB-CONTRACTORS DETAILS

VERGE FLASHING TO BE A
CONTINUATION OF THE FASCIA
AND BE FINISHED IN GREY RAL 7016

SHS STEELWORK COLUMNS TO BE
IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS.
ALL COLUMNS AND OTHER
STEELWORK MEMBERS ARE TO
HAVE A GALVANISED FINISH

WAIT HERE SIGN AND NO ENTRY
SIGN FIXED TO CANOPY STEELWORK

SOFFIT SUPPORT PURLINS TO BE
HUNG FROM STEELWORK ABOVE
IN ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS

ALL STEELWORK IS TO BE IN
ACCORDANCE WITH THE
STRUCTURAL ENGINEERS DETAILS

MOBILE CHECK IN SIGNAGE SHOWN
IS TO BE IN ACCORDANCE WITH THE
SIGNAGE SPECIALISTS DETAILS

STRUCTURAL ENGINEER TO NOTE
REQUIREMENT FOR 'C' SECTION
SUPPORT CHANNEL BEHIND FASCIA
(REFER TO MODEL INFORMATION FOR
FURTHER DETAILS)

EXTERNAL SURFACE FINISHES ARE
TO BE TARMAC IN ACCORDANCE
WITH THE STRUCTURAL
ENGINEERS SPECIFICATIONS

HORIZONTAL STEELWORK RAILS TO
BE 100mm SHS WITH GALVANISED
FINISH TO FORM SIGNAGE ZONE
AND NO ENTRY DETERENT FROM
THE SIDE OF THE CANOPY

PLANNING

- 29/03/21 First Issue. JF / SJS

CLIENT
No. Date

PROJECT

TITLE

DRAWING STATUS

DRAWING NO.JOB NO. REV

DRAWN

SCALE

DATE

CHECKED

Description Drwn/Chkd By

Chesterfield / 01246 260261
London / 020 3388 0019
Leeds / 0113 3366018

whittamcox.com

This drawing is copyright of WCEC Group Ltd trading as Whittam Cox
Architects, and shall not be reproduced nor used for any other purpose
without the written permission of the Architects. This drawing must be
read in conjunction with all other related drawings and documentation.
It is the contractors responsibility to ensure full compliance with the
Building Regulations. Do not scale from this drawing, use figured
dimensions only. It is the contractors responsibility to check and verify
all dimensions on site. Any discrepancies to be reported immediately.
IF IN DOUBT ASK.
Materials not in conformity with relevant British or European
Standards/Codes of practice or materials known to be deleterious to
health & safety must not be used or specified on this project.

Whittam Cox Architects - Disclaimer:©

PROPOSED HOME SHOPPING
WORKS
ASDA BODMIN

PROPOSED GROCERY
COLLECTION ELEVATIONS

PLANNING

JF SJS
As Indicated @ A1
MARCH 2021

200458 PL_11 -

3
PL-11

GROCERY COLLECTION - PROPOSED CANOPY ENTRANCE ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED CANOPY EXIT ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED CANOPY FACING BUILDING
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED CANOPY FACING MAIN CAR PARK
Scale 1:50 @ A1
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LOCATION PLAN
Scale 1:100 @ A1
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TYPICAL LONG SECTION B-B
Scale 1:50 @ A1
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TYPICAL SHORT SECTION A-A
Scale 1:50 @ A1


