
Hatching denotes internal

layout of dwelling not

surveyed or applicable to

this application.

External steps are to be broken out

and removed from site, ground made

good in preparation for new steps.

Windows to front of dwelling are to

be retained with framing painted,

refer proposals for further information

Existing double door to be stripped

out with opening/lintels retained and

walling made good in preparation for

installation of new entrance door.

Existing porch boundary is to be

retained, any damaged timber or

finishes are to be removed in

preparation for new works.

Windows to side and rear of dwelling

are to be retained with framing

painted, refer proposals for further

information

Windows to side and rear of dwelling

are to be retained with framing

painted, refer proposals for further

information

Windows to front of dwelling to be

retained with all frames painted as

per proposed elevations

Existing roughcast finish retained

All existing dark Brown facing brick

retained in prep for new painted finish

Existing entrance door to be removed

Existing timber framed porch is to be

stripped down, flooring made good for

new porch as proposals

Existing fasicas/soffits removed,

existing gutters/downpipes removed

Existing roof tiles retained

All timber cladding boards to

either be stripped or retained in

preparation for new cladding

All existing roughcast to side of

dwelling is to be retained

All existing dark Brown facing brick

retained in prep for new painted finish

All existing brown

guttering/downpipes to be

removed, fascias replaced

All existing roughcast to rear of

dwelling is to be retained

All existing dark Brown facing brick

retained

All existing brown

guttering/downpipes to be

removed, fascias replaced

All timber cladding boards to

either be stripped or retained in

preparation for new cladding

Existing porhc toi

New pitched roof installed, roof tiles as

existing with white uPVC fascia/soffits

Anthracite Dark Grey/Black uPVC

Cladding or equal

Windows and doors shown thus to

retained ad pepped for new pint

finish

Existing roughcast finish retained

Existing porch to be stripped down, all

timber posts, cladding roof removed

from site

All existing brown

guttering/downpipes to be

removed, fascias replaced

All existing roughcast to side of

dwelling is to be retained

All existing dark Brown facing brick

retained in prep for new painted finish
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NOTES:

1. All dimensions are in millimeters unless stated otherwise.

2. The contractor is to verify all dimensions on site and is

responsible for the accurate setting-out.

3. All sizes scaled from this drawing will be approximate and

should be checked on site by the user.

4. Contractor must not alter any details on these drawings

without the prior consent of the engineer. Failure to do

this will result in additional design work and time and

correspondingly, additional cost for the client.

5. All care & attention has been taken to ensure all details

are correct based on the information available at the time

of design. The contractor has a duty of care and if

anything on site is found to differ, the Engineer MUST be

informed immediately.
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