
Existing ground levels

Proposed ground/surface

levels

Existing trees to be removed

shown thus.

(For details relating to

specific tree number refer to

Tree Condition Survey)

Proposed new trees to be

planted shown thus (indicative)

on this drawing.

Detail Landscape Scheme to be

submitted for approval at later date.

Existing tree to be retained

shown thus.

(For details relating to

specific tree number refer

to Tree Condition Survey)

FENCING & WALLS

All existing boundary fences & walls to be retained and

repaired or replaced as necessary.

Existing boundary planting to be retained where appropriate.

Poor condition & overgrown boundary planting to be removed

& replaced with new screen planting (Detail Landscape Scheme to

be submitted for approval at later date).

PAVINGS

New access drive areas (ramp / turning areas) to be paved in

resin bonded gravel with granite sett kerb edgings.

Rear terrace and side and rear paths to be buff coloured

Sandstone or Yorkstone paving.

LEGEND

10.550

TREE PROTECTION  FENCING

Prior to any demolition/construction works or storage of

materials on site, tree protection and ground protection

measures are to be implemented in accordance with the

measures shown on Arboricultural Consultants Report and

Drawing, which are in accordance with BS 5837: 2012.

Tree Protection is to remain in place for the duration of the

construction works on site. The contractors attention is drawn

to conditions attached to the planning permission with regard

to tree protection measures for the site. The contractor is to

maintain strict compliance with these  measures.

Refer to Arboricultural Consultants Report, for details &

location of all tree protection fencing & areas of ground

protection.

580

175

1
5
0

2.5% fall min.

145 x 225mm Conservation kerb with

30mm exposed face  on min. 150mm

ST4 concrete bed and haunching

100mm Granite setts

30mm washed sand laying course to clause 1110

75mm DMB road base

Min. 355mm type 1 sub base to clause

803 (additional thickness subject to

results of CBR of formation level)
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145 60200

Planted verge/Lawn
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2.5% fall min.
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145 60200

100mm DMR road base to clause 803

60mm DMB base course to clause 906.

Aggregate 20mm nominal size

40mm HRA wc wearing course to clause

908 + coated chippings to clause 912

Planted verge/Lawn

145 x 225mm Conservation kerb with

30mm exposed face  on min. 150mm

ST4 concrete bed and haunching

Min. 250mm type 1 sub base to clause

803 (additional thickness subject to

results of CBR of formation level)
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0

145 x 225mm Conservation kerb with

30mm exposed face  on min. 150mm

ST4 concrete bed and haunching

38mm deep StanblePAVE HD with

integral weed suppression membrane.

StablePAVE tray to be filled with gravel.

Min. 200mm type 1 sub base to clause

803 (additional thickness subject to

results of CBR of formation level)

2
2
5

145 60200

Planted verge/Lawn

10 to 20mm gravel overfill

above StablePAVE tray.
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PROPOSED
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A 11.02.21Construction Issue

Do not scale dimensions from this drawing.
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Construction

Landscape plan

Elizabeth House, Bidborough

PAVING TO REAR PATIO IN RECLAIMED

PAVIOURS FROM PETERSBANK.

GRASS/LAWN

ROADS

ESTATE FENCING PAINTED BLACK

GUARDING - METAL RAILINGS PAINTED BLACK

GRANITE COBBLES

SOFT LANDSCAPING KEY:

HEDGE

PLANTING

TARMAC DRIVEWAY DETAIL, 1:20

GRANITE COBBLE SETTS

DRIVEWAY DETAIL, 1:20

GRAVEL DRIVEWAY DETAIL, 1:20

B 29.03.21Vehicular gates revised.

C 21.04.21Vehicular and Garden gates revised.

ROADS - RECLAIMED

YORKSHIRE COBBLE SETTS

D 14.05.21Road finish to Reclaimed Cobble Setts.

GENERIC GABION WALL DETAIL, 1:20

E 26.05.21Gabion wall buried, slope between wall and track added.
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