
Wall 0.8h

new 0.9 m ht drystone wall

Earth mounding, 2.0 m ht above roadside 
wall, planted along roadside bank with 
mixed native and evergreen shrubs

Refuse lorry loading area, surfaced with plastic 
cellular grass reinforcement system, seeded with 
standard DOT verge mix

northern site access retained and reconfigured.  
Tarmac bellmouth with granite sett edgings.  Solid 
timber board gates, 1.8 m ht, automated.

drystone flank walls raised to 
1.8 m either side of gateway

existing drystone wall
repaired

2.0 m ht earth mounding, planted to rear 
with native-species woodland mix, and 
along roadside bank with mixed native 
and evergreen shrub mix
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permeable gravel yard

Staffordshire blue brick 
apron to garages

1.5 m ht drystone walls

bin store

1.2 m ht timber 
garden gates

permeable gravel yard

Staffordshire blue brick 
apron to garages

1.5 m ht drystone wall

southern site access retained and reconfigured.  
Tarmac bellmouth with granite sett edgings.  

Solid timber board gates, 1.8 m ht, 
automated.  Drystone flank walls raised 
either side to 1.8 m 

existing drystone wall
repaired

existing drystone wall
repaired

Earth mounding, 1.8 m ht above roadside wall, 
planted with native-species woodland mix

native-species hedgerow mix
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estimated boundary line

brambles cleared and re-seeded with 
wild flora mix, mowed 2x per year

existing sycamore T14 removed 
(as Permission ref 18/02438/FUL)

native-species hedgerow mix

existing conifer T19 removed (as 
Permission ref 18/02438/FUL)

existing conifers T15, T16 removed 
(as Permission ref 18/02438/FUL)

Rear garden divisions to be 1.2 
m ht post + netting fences with 
native-species hedgerow mix

1.8 m ht close-board 
privacy screens

existing drystone wall repaired
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front garden divisions to 
be 1.2 m ht timber 
palisade fences 

gravel path with timber edgings
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proposed garage
outbuilding

proposed annex

proposed 
extensions

proposed single-storey rear 
extensions to replace existing 
and previously approved 
extensions

proposed 
2-storey 
extension

proposed garage
outbuilding
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Existing structures to be 
demolished

existing tree and Root Protection 
Area     
(refer to Greenwood Surveys 
AIA and AMS)

existing tree removed
(refer to Greenwood Surveys 
AIA and AMS)

proposed trees

proposed native-species 
woodland planting

proposed mixed native and 
evergreen shrub planting

proposed native-species hedge

proposed amenity beds and 
borders

proposed mown grass

proposed meadow grass 

existing drystone wall to be 
repaired

proposed drystone wall

proposed 1.8 m ht close-borad 
fence with matching gate

proposed 1.3 m ht timber 
palisade fence and gate

proposed gravel 
 

proposed stone flags

proposed tarmac bellmouth with 
granite sett edging

proposed cellular plastic grass 
reinforcement system

proposed level

Existing structures to be 
demolished

existing tree and Root Protection 
Area     
(refer to Greenwood Surveys 
AIA and AMS)

existing tree removed
(refer to Greenwood Surveys 
AIA and AMS)

proposed trees
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evergreen shrub planting

proposed native-species hedge

proposed amenity beds and 
borders

proposed mown grass

proposed meadow grass 

existing drystone wall to be 
repaired

proposed drystone wall

proposed 1.8 m ht close-borad 
fence with matching gate

proposed 1.3 m ht timber 
palisade fence and gate

proposed gravel 
 

proposed stone flags

proposed tarmac bellmouth with 
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proposed cellular plastic grass 
reinforcement system
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