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Sub-Station Door - ED04 Section A-A
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Delivery Access Door - ED03 Section B-B
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S T E A K H O U S E

AutoCAD SHX Text
Existing wall and lintel over as existing.

AutoCAD SHX Text
Ex 150x65mm hardwood frame, rebated to take door.
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100x45mm hardwood top rail, and stiles.
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Ex 100x15mm louvre blades with 45 degree chamfers 
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15mm runners to stiles, routed at 45 degrees to take blades.
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Insect mesh to inside of louvers.
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125x45mm hardwood mid rail.
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150x45mm bottom rail.
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Hardwood drip glued and screwed to bottom rail.
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Existing structure retained.

AutoCAD SHX Text
Ex 150x65mm hardwood frame, rebated to take door.
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100x45mm hardwood stiles.

AutoCAD SHX Text
Hardwood door and frame with white painted finish.

AutoCAD SHX Text
Flush solid core door with white painted finish. Outward opening with fire escape fittings and signage - See drawing /301 for full escape requirements.
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Right hand leaf to open inward to avoid clash with higher ground level.

AutoCAD SHX Text
Subject to existing floor and exterior being made full, provide a proprietary water seal bar at change of floor finishes.

AutoCAD SHX Text
Hardwood drip glued and screwed to bottom rail.

AutoCAD SHX Text
Existing structure retained.

AutoCAD SHX Text
Plywood infill to arch on softwood framing and plaster finish internally

AutoCAD SHX Text
Solid core plywood faced external quality doors with rebated meeting stiles.

AutoCAD SHX Text
Existing wall and lintel over as existing.

AutoCAD SHX Text
Ex 150x65mm hardwood frame, rebated to take door.

AutoCAD SHX Text
All details are subject to opening up and removal of the existing doors, frames and brickwork infills. Contractor to take full working dimensions on site, as the dimensions provided are approximate for guidance and pricing purposes only. Construction of the door units and strip out works are not to commence until the LPA's approval has been received in writing in respect of Condition 3 of the Listed Building Consent.
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D E S C R I P T I O N
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C O A L I T I O N

AutoCAD SHX Text
The Contractor is to check and verify all building and site dimensions, levels and sewer invert levels at connection points before work starts.

AutoCAD SHX Text
This drawing must be read with and checked against any structural or other specialist drawings provided.                     

AutoCAD SHX Text
The Contractor is to comply in all respects with the current Building Regulations whether or not specifically stated on these drawings.      

AutoCAD SHX Text
This drawing is not intended to show details of foundation or ground conditions. Each area of ground relied upon to support the structure depicted must be investigated by the Contractor and suitable methods of foundation be provided.

AutoCAD SHX Text
This drawing is to be read in conjunction with all other standard Mitchells & Butlers specifications and documentation.                         
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