
SECTION (PROPOSED)

12.5mm
plasterboard
to underside

upvc cavity closer and dpc
under window frame

FFL

100mm internal partition wall
consisting: top and bottom sole
plates with 50 x 75mm studs. infill
75mm rockwool insulation
between studs and 12.5mm
plasterboard to bothsides

50x225mm c24
timber at 400mm
centres roof joists

sewer pipe

r.c lintels
2nos 100x150mm

r.c lintels 2nos
100x150mm

sewer pipe

bridging section for sewer pipe

footing

600mm minimum gap

stainless steel flat
twisted cavity wall ties
at 450mm centres,
horizontal and vertical

sand / cement fill to cavity
215mm below dpc

Assumed Proposed 600mmwide x
1000mm deep Mass concrete footing
FND2, Building control inspector to
confirm the footing depth on site.
Depth of footing - Subject to Detailed
Ground Investigation Report and Tree
Survey Report

horizontal strip polymer (hyload) damp proof
course to both leafs minimum 150mm above
external ground level

engineering bricks

skirting board to suit
existing

25mm insulation

600mm
minimum gap

A7
uc203/203/46kg

floor finish on 75 mm wire reinforced sand /
cement screed, on 100mm 'kingspan kooltherm k3
floorboard', on 500 grade 'visqueen', on 100mm
concrete oversite, on 1200 grade ' visqueen' dpm,
on 50 mm sand blinding, on 150mm hardcore.
25mm 'celotex' floor insulation to be turned up
walls around external edges to finish at floor level.
new floor finish to be agreed with client to
establish new levels for floor construction.

steelwork set at a level
so as to avoid damage
of first floor finishes
75mm dry pack

2 layers 12.5mm fireline
plasterboards
to incased steel beam
providing
( half hour fire rating )

code 4 lead flashing
fitted between wall gap
and roof to prevent
water egress,

warm flat dormer roof
(imposed load max 1.0 kn/m² - dead load max 0.75 kn/m²)
to achieve u value 0.18 w/m²k
grp (fibreglass) over 22mm osb board over 125mm
celotex ta4000 insulation.
insulation bonded to 22mm exterior grade plywood on firrings to
give 1:60 fall on 47 x 170mm c24 timber joists at 400 centres
max span 4.55m (see engineer's details for sizes). ceilings of
12.5mm plasterboard over vapour barrier with skim plaster
finish.
provide restraint to flat roof by fixing of 30 x 5 x 1000mm ms
galvanised lateral restraint straps at maximum 2000mm centres
fixed to 100 x 50mm wall plates and anchored to wall

600mm
minimum gap

all lead flashings to be laid
according to lead
development association

cavity tray (a dpc starting in the internal leaf, tucked into a
horizontal joint), sloping down across the cavity and running
through the external leaf, discharging any moisture to
weepholes. dpc to be 150mm above finished ground level.

Provision should be made to
the inside face of concrete
footing for 75mm clay master
or compressible
material due to near by trees

2No. Simpson Strong Tie or Expamet - Twisted
Vertical holding down restraint -Galvanized
straps 1100mm long, vertical leg to be face fixed
to the masonry with minimum of 5 no. 5.00x70
plugged screws, with last fixing to be located
within 100mm of bottom end of the strap . fixing
according to manufacturer's details

a1 & a2 - 2nos 50x225mm
c24 timber  roof joists
bolted together
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