
1500

500x300 DEEP
STRIP
FOOTING.

17
5

PROCTOR TYPE 1 CAST
STONE COPING STONE OR
SIMILAR APPROVED
PRODUCT.

90
0

50 215 50

WALL TO BE CONSTRUCTED IN
215 BLOCKWORK LAID FLAT.
WALL TO BE RENDERED.

COMPACTED HARDCORE IN
LAYERS NOT EXCEEDING 150mm.

SURFACE BUILD-UP.

30mm SURFACE COURSE - AC 6 DENSE SURF 100/150 TO BS EN
13108.
60mm BINDER COURSE - AC 20 DENSE BIN 100/150 TO BS EN 13108.
150mm SUB-BASE - TYPE 1 GRANULAR FILL TO CLAUSE 803  OF DTP
SPECIFICATION.

NEW HAND RAIL FIXED
TO FACE OF EXISTING
BUILDING.

SECTION  02/01
SCALE 1:10 @ A1
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EXISTING GROUND LEVEL.
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1.0 GENERAL

1.1 THE COPYRIGHT OF THIS DRAWING IS VESTED IN JENKINS &
POTTER, AND IT MAY NOT BE REPRODUCED IN WHOLE OR
PART, OR USED FOR THE MANUFACTURE OF ANY ARTICLE
WITHOUT THE EXPRESS PERMISSION OF THE COPYRIGHT
HOLDERS.

1.2 WORK TO FIGURED DIMENSIONS ONLY.

1.3 THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECT'S, SERVICE ENGINEER'S AND JENKINS &
POTTER'S DRAWINGS AND SPECIFICATIONS.

1.4 ALL DIMENSIONS IN mm EXCEPT LEVELS WHICH ARE IN
METRES.

1.5 FOR NOTES SEE DRAWING 63103/01.
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HARWELL CENTRE, PLYMOUTH
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PLYMOUTH COMMUNITY HOMES
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