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1 x 1 Complete New Flush Casement Window (Non DocL)
Customer

Shirazi
Job No

D31926
Item No

3
Sheet

1 of 4
Diagram

Flush casement window, Opening out,  Viewed internally

Sectional Details

Frame Stop Ovolo
Finished Frame Head 93 x 58 mm
Ext. Head Plant On 25 mm
Finished Frame Jamb 93 x 58 mm
Finished Mullion 93 x 70 mm
Finished Cill 155 x 70 mm (50 mm horn) 

Sash Head 55 mm
Sash Stile 55 mm
Sash Btm Rail (int) 75 mm Chamfered
Sash Thickness 48 mm

Glazing Bar 20 mm with 4 mm Nib
Profile Ovolo
Moulding Cutter 6 x 10 with 13 mm should.
Glazing Rebate 8 x 23 mm

Location

Third Floor Front Bedroom
Material Accoya sashes, 

Accoya frame, Hardwood cill

Quantity
1

of shown on drawing
Ironmongery
2 x Egress Casement Lock PC
1 x Espagnolette Locking Handle Bulb End LH PC
1 x Espagnolette Locking Handle Bulb End RH PC
4 x Excalibur Extension 950 â€“ 1210 (SBXEX03)
2 x Excalibur Flush Centre Srike Plate (FP) (SBXKPCE)
2 x Excalibur Gear Box (SBXGB25)
2 x Excalibur Shoot Bolt Flush Striker (FP) (SBXKPSB)
2 x Excalibur Shoot Bolt Pocket Striker (P) (SBXKPSP)
6 x Hinge Butt PC 3 inch
2 x Stay Casement Bulb End PC 12 inch

Glazing

Case

Single Glazed 

8.8mm Acoustic Laminate

Dry Seal White Tape Internally

Paint Finish

Internal

External

Off White

Standard White

Production Notes

*EXTERNAL PLANT-ON TO FRAME HEAD AND
FRAME JAMBS.
*EXCALIBUR MPLS SYSTEM TO OPENING
CASEMENT SASHES.

2 | 10 | 13 | 23

Installation Notes

Installed: Externally
1. PARAPET SAFETY RAIL WOULD BE SUFFICIENT FOR
ACCESS IF SCAFFOLD NOT IN SITU.
2. PEEL BACK LEAD TO REMOVE EXISTING WINDOW. FIT ON
SAME POSITION AND RE-FOLD LEAD.
3. FIT NON STD DRIP TO FRAME HEAD.

External Access: Scaffold by Customer
Cable Alarm: Customer to Remove
Dormer Issues: Dormer with Lead Dressing
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Glazing Bar 20 mm with 4 mm Nib
Profile Ovolo
Moulding Cutter 6 x 10 with 13 mm should.
Glazing Rebate 8 x 23 mm

Location

Third Floor Front Bedroom
Material Accoya sashes, 

Accoya frame, Hardwood cill

Quantity
1

of shown on drawing
Ironmongery
2 x Egress Casement Lock PC
1 x Espagnolette Locking Handle Bulb End LH PC
1 x Espagnolette Locking Handle Bulb End RH PC
4 x Excalibur Extension 950 â€“ 1210 (SBXEX03)
2 x Excalibur Flush Centre Srike Plate (FP) (SBXKPCE)
2 x Excalibur Gear Box (SBXGB25)
2 x Excalibur Shoot Bolt Flush Striker (FP) (SBXKPSB)
2 x Excalibur Shoot Bolt Pocket Striker (P) (SBXKPSP)
6 x Hinge Butt PC 3 inch
2 x Stay Casement Bulb End PC 12 inch

Glazing

Case

Single Glazed 

8.8mm Acoustic Laminate

Dry Seal White Tape Internally

Paint Finish

Internal

External

Off White

Standard White

Production Notes

*EXTERNAL PLANT-ON TO FRAME HEAD AND
FRAME JAMBS.
*EXCALIBUR MPLS SYSTEM TO OPENING
CASEMENT SASHES.

2 | 10 | 13 | 23

Installation Notes

Installed: Externally
1. PARAPET SAFETY RAIL WOULD BE SUFFICIENT FOR
ACCESS IF SCAFFOLD NOT IN SITU.
2. PEEL BACK LEAD TO REMOVE EXISTING WINDOW. FIT ON
SAME POSITION AND RE-FOLD LEAD.
3. FIT NON STD DRIP TO FRAME HEAD.

External Access: Scaffold by Customer
Cable Alarm: Customer to Remove
Dormer Issues: Dormer with Lead Dressing

Job Tracking
Order received: 14-12-2017
Sold by: Jim Campbell
Surveyed by: Chris Jewiss

Print date: 17-09-2020
Last modified by: Chris Jewiss

Last modified date: 17-09-2020
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