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Good morning Lisa,
 
With regard to the Listed Building Consent for single storey extension to existing classroom and
internal alterations at Rise Carr, I am writing to discharge the following Conditions:
 
No. 3 – We are no longer building this extension, we have instead applied for and received Listed
Building Consent for internal alterations to this area.  Therefore ‘Details of external materials’
would be no longer relevant to this application.
 
No. 4a) – Details of the glazed opening to be installed in the new Reception Area is provided on
the attached drawing.
 
No. 4b) – Details of a scheme for safe removal & storage of bricks to form new door to Reception
Area – please find attached the Contractors proposed Method Statement for this work.
 
I trust the attached is satisfactory and these conditions can now be discharged.  If you require
any further information or clarification please do not hesitate to contact me.
 
Kind regards
Sam
 
Sam Levitt BA(Hons) Dip Arch ARB RIBA

Senior Architect, Architecture England, Buildings + Places
M +44-7741-657991
Samantha.levitt@aecom.com
 
Please note I do not work Fridays
 

AECOM
5th Floor
1 New York Street
Manchester, M1 4HD, United Kingdom
T +44 (0)161 907 3500
aecom.com 

Delivering a better world

LinkedIn | Twitter | Facebook | Instagram

Advanced notice of leave:

21st June 2021

19th – 22nd July 2021

mailto:samantha.levitt@aecom.com
mailto:Lisa.Hutchinson@darlington.gov.uk
mailto:Rebecca.Robson@darlington.gov.uk
mailto:Samantha.levitt@aecom.com
https://aecom.com/
https://www.linkedin.com/company/aecom/
https://twitter.com/AECOM
https://www.facebook.com/AecomTechnologyCorporation/
https://www.instagram.com/aecom/






 


This document was classified as: OFFICIAL 


Darlington Borough Council Method Statement for 
Dismantling Brickwork at Rise Carr College 
 
Contents 
1. Recording and Preparation .................................................1 
2. Dismantling........................................................................... 1 
3. Rebuilding............................................................................. 1 
 
Issue date: 12.05.2021 
Prepared by: Alan Ridley 
Checked by: Alistair Jackson 
Rise Carr College 
Eldon Street Darlington DL30NS 
07920743269 
 
Darlington Borough Council Method Statement for Dismantling Gable Brickwork and 
Rebuilding 
 
1. Recording and Preparation 
Prior to commencement each area should be photographed in high resolution and 
the photographs both sent to the architect for their records and printed off and 
made available on site. 
Any peculiarities (e.g. deviation to standard bond) should be noted up on the site 
photographs. 
Bricks requiring removal / replacement should be marked up on site. The extent of 
dismantling will be chalked on the wall and marked on a photograph. 
The contractor must ensure that adequate propping is in place and nearby parts of 
the building (particularly the windows) are protected from accidental damage. 
 
2. Dismantling 
Brick dismantling should be carried out with care by an experienced Bricklayers by 
hand to conserve the maximum number of sound bricks. 
Each brick is to be carefully cleaned during dismantling to remove any mortar, 
avoiding breaking off brick arises during the process. 
Any remnants of ferrous fixing are to be removed, including ties etc. When 
removing the bricks, the emphasis must be on minimising damage to the brickwork 
to be preserved. 
Only bricks with at least one half undamaged should be retained. Whole, 
undamaged bricks should be separated from those with some damage but 
suitable for cutting. Numbers of damaged bricks should be recorded and the 
information made available to the architect as soon as possible, to enable 
replacements to be sourced if necessary. 
The sound bricks should be stacked on timber pallets. The numbers of layers on a 
pallet must be within the limit of safe mechanical handling. 
Bricks must be stacked in an agreed way to ensure that the order of 
disassembly can be clearly identified. 
Retained bricks shall be stored in the boiler house in a location safe rom risk of theft 
and accidental damage. 
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3. Rebuilding 
Unless agreed otherwise, rebuilding should be carried out by the same experience 
Bricklayers that dismantled the brickwork and within a short a time period as 
possible. 
All brickwork is to be reconstructed using the original bond and bricks should be 
Replaced from that area. 
Bricks must be reinstated in their original orientation – e.g. not turned to expose a 
previously hidden edge. 
Damaged bricks may be used for cutting if required. 
Mortar for the brickwork is to be standard mortar. 
Upon completion the contractor should hand to the architect a final set of marked 
up photographs showing extent of rebuilding and any replacement bricks. This 
information will be made available to the conservation officer for their records. 
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Section through Reception Window
SCALE: 1 : 20


Internal Elevation - New Reception Area
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Reception Area Plan
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