
Application Number  PA21/06105 
Proposal: Proposed new double garage with workshop/gym above and 
single storey extension to dwelling 
Location: Dunheved, South Albany Road, Redruth, TR15 2PB 
Applicant: Mr Lewis Vague 

FLOOD RISK ASSESSMENT  

Dunheved, South Albany Road, is identified by the Environment Agency as being within a Critical 
Drainage Area. (Paragraph 103 of the National Planning Policy  Framework 2012 states that ‘a Flood 
Risk Assessment [FRA] is required where proposed development is in an area where the Environment 
Agency have indicated there may be drainage problems, i.e. a Critical Drainage Area). In these areas 
the drainage of surface water requires extra consideration.’  
 
This assessment has been written in reference to the future floor risk guidance found at; 
https://www.gov.uk/guidance/flood-risk-assessment-in-flood-zone-1-and-critical-drainage-areas. 

The site location plan submitted with this application (extract in figure 1 below) shows the proposed 
new extension to the dwelling and the proposed new garage and area of hard-standing in front of the 
garage.    

 

Figure 1 Proposed Site Block Plan 

Due to this property being in a ‘Critical Drainage Area’ we propose that all surface water created by 
the development is dealt with through the introduction of soakaways on site.  The dwelling and garage 
are situated in a substantial garden area and as such there is sufficient space for surface water 
soakaways to be installed.  

The proposed extension will not increase existing surface water, as the extension is to be located on 
an existing area of non-permeable concrete hard-standing.    Surface water from the new extension 
roof will go to a new soak-away in the large garden area.   



The proposed new garage roof will also discharge to a soakaway in the existing garden (as shown in 
drawing 16 – extract below).   

 

 

Figure 2 Proposed Garage Ground Floor Plan 

The proposed tarmac driveway area to the front of the garage will be drained to a new soakaway 
within the existing grass verge area.   

The driveway will be laid to falls towards an ACO type slot drain  along the entrance of the garage so 
as to avoid any additional surface water discharging onto the highway.  The proposed dropped kerb 
will be laid so as to prevent water from the highway flooding the new surface water drainage system.  

 The site is located approx. 145m above sea level and is not in the catchment area of any rivers or 
watercourses.  The site is located mid way up a gentle west-east sloping site, which has slightly higher 
land situated to the east.  It is not anticipated that there is any flood risk on or around the site.  It is 
not within any South West Water Flood zone.  We therefore do not believe there is any flood risk 
associated with the site.   

 

  

8th July 2021 
Claire Newman Architect 


