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Timber frame

Glazing putty

Glazing bead

Insulated DPC

Insulated DPC

Breather
membrane/Vapour control

layer

Existing brick wall

Laminated, impact 
resistant glass panes 
to new glazed doors to 
comply with BS: 6206 
as per NBS
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Proposed panel drawn indicatively.
Contractor to follow design drawings

and specification by JLD.

Existing lintel to be reused

Architrave and overpanel shown indicatively.
Contractor to follow Interior designer's drawings

and specifications
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Polished brass 
stop bar

Door bottom rail

DPC under threshold

75x3mm stainless steel continuous
weatherbar, recessed into door threshold

Timber threshold

Drip

New stone sill to match existing

Viper sensor recessed in frame  to security 
specialists recommendation. Viper sensor 
shown indicatively

Door ironmongery by others 
shown indicatively, refer to 
Interior's Designer's 
schedule and specifications

Proposed panel drawn indicatively.
Contractor to follow design drawings

and specification by Interior Designer.Door ironmongery by others
shown indicatively, refer to

Interior's Designer's
schedule and specifications

Silent Gliss concealed
roller blind shown

indicatively.
Refer to AV specification

and interior designer's
drawings and details

Timber panelling to
reveal and soffit drawn

indicatively.
Contractor to follow

Interior designer's
drawings and

specifications.

Existin lintel to 
be reused

New timber, single
glazed double door

with toughened glass
to comply with BS:6206Existing brick arch to

be reused

For balustrade detail
refer to drawing DE-42

ALL  PROFILES ARE SHOWN
INDICATIVELY.

CONTRACTOR TO SUBMIT SHOP
DRAWINGS FOR APPROVAL PRIOR TO

MANUFACTURING

ALL SECURITY EQUIPMENT SETTING OUT
TO BE AS PER AV SPECIALIST

RECOMMENDATION. SUBMIT FOR
ARCHITECT'S APPROVAL
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